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S E C T I O N   O N E.
Introduction.

GES ELECTRICAL LTD carried out the electrical installation at Brucefield Industrial Estate Livingston.
This operation manual provides detailed information for maintenance engineers in the future for guidelines of replacement part and guidelines to maintenance.

No arbitrarily ruling can be given regarding the length of time to lapse between periodic inspection as obviously this depends on the client and the infrastructure of maintenance, security, site environmental and climate conditions. We as a company would recommend that the client implements a maintenance schedule to be carried out on a regular basis, experienced personnel in the electrical field should implement this and a form of record left in this file.

It should be noted that before carrying out any maintenance checks or adjustments of any electrical components, the equipment should be isolated and locked off from the source of electrical power supply.

For and on behalf of

GES ELECTRICAL LTD
S E C T I O N   T W O.
WARNING NOTES.

i) Do not fit fuses and MCB of larger capacity than supplied within the electrical distribution panel or any fusible item.

ii) Make sure a full compliment of spare parts e.g. lamps for light fittings are always available, particularly parts most often replaced, and a record left.

iii) Maintenance should be carried out by experienced, qualified electrical personnel only and safe isolation procedures implemented at all times when works are being carried out.

iv) The cause of any circuit breaker to trip must be investigated and eliminated at all times before the power be reapplied to any circuit.

S E C T I O N   T H R E E.
Operating Instructions.

Electrical Distribution
1. The main electrical distribution is situated in the basement level of the building. Scottish power cable head is situated to the left hand side of the main electrical panel’ with there 3-phase 4.5v main switch situated on the wall next to the mains panel, this switch if switched to the “OFF” position would isolate the main incoming power supply to the electrical installation within the building.

2. Localised isolation of circuits can be done from the main electrical panel. All circuit breakers have a legend explaining a brief detail of its operation located to the centre of the panel. Each circuit breaker clearly states whether it is in the “ON” position or the “OFF” position for maintenance purposes circuit breakers should be locked off and labelled clearly that personnel are working on circuit, we recommend that a clear procedure be put in place by client to ensure that this is adhered to at all times and by Experienced electrical personnel only.
Lighting
1. All light fittings are operated via localised switches in each room of building.

Emergency Lighting

1. Next to each light switch an emergency light test switch is located this is for maintenance purposes only – please refer to emergency lighting section for a more detailed account of operation.

     Power Socket Outlets
1. All socket outlets are 240v 13amp 3-pin outlets, please note that all appliances should have correct fuse value installed and be certified portable appliance tested. All socket outlets have RCD protection.

     Fire Alarm
1. Fire Alarm System is a fully automated system, consisting of fire alarm panel situated at front entrance, combined sounder and smoke detection situated at the roof level and emergency break glasses situated at each exit/entrance to building.

     Outside Lighting

1.   Outside lighting can be operated via switch in the main reception area located on side wall of I.T. cupboard.

S E C T I O N   F O U R.
Servicing.

SERVICING OF THE CONTROL GEAR, SWITCH GEAR, LIGHTING, FIRE ALARM SYSTEM – Should be carried out by Experience Personnel only.

1) Inspect for loose connections, and tighten nuts, bolts, electrical connections, care should be taken when removing any covers, always make sure all exposed electrical connections have been isolated before carrying out any servicing.

2) Examine all switches, control gear, distribution, and lighting socket outlets for signs of overheating or wear and tear, replace if necessary.

3) Check all fuses have the correct rating and are in healthy condition.

4) Log and report all servicing and list all new parts within this folder.

S E C T I O N   F I V E.

Light Fittings/Lamps

ASCOT TWIN S/S 6FT BATTEN REF: AB62LX

ASCOT SINGLE S/S 6FT BATTEN REF: AB61LX

ASCOT TWIN S/S 5FT BATTEN REF: AB52LX

ASCOT SINGLE S/S 5FT BATTEN REF: AB51LX

ASCOT SINGLE PRISMATIC DIFFUSER REF: AC61

ASCOT TWIN PRISMATIC DIFFUSER REF: AC62

ASCOT REFLECTOR REF: ASR6

ASCOT LOWBAY C/W LAMP REF: ALB250B
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T8 BATTENS
%

TS5 BATTENS

FEATURES

20

ACCESSORIES

B Y
Diffusers
sroof easy clean polycarbonat
i inte \g good glare

AC1424  14-24WT5
AC2854  28-54WT5
AC3549  35-49WT5
AC21 1X2FTT8
AC22 2X2FTT8
AC41 1X4FTT8
AC42 2X4FTT8
AC51 1X5FTT8
AC52 2X5FTT8
AC61 1X6FTT8
AC62 2X6FTT8

FEATURES
LEDs on metal-core PCB
CRI>.8
CCT 4000K
Up to 115 lumens/circuit watt
Osram Optotronic driver
Conventional batten width steel body
White gloss powder coated finish
Opal polycarbonate LED diffuser

LED T8 Battens

The most efficient batten available today. LEDs behind a slim
opal diffuser, mounted on a traditional batten body

Cat No. _ Size
AB4F30LED  4ft

ABAFSSLEDHO 4ft High Output

ABSFAOLED  5ft

ABSFGSLEDHO 5t High Output

ABGFSOLED  6ft

AABBF75LEDHO 6ft High Output

T8 Low Power Factor - LPF

Switch start batten less lamp

Cat No. Description

AB21LX 1x18W LPF
AB22LX 2x18W LPF
AB41LX 1x36W LPF
ABa2LX 2x36W LPF
ABS1LX 1x58W LPF
AB52LX 2x58W LPF
ABB1LX 1x70W LPF
AB62LX 2x70W LPF

T8 Emergency Version

Wattage Lumens
3285
6470
4650
7120
5275
8370

T8 High Frequency - HF

Electronic start batten less lamp

Ca Description
AB21ZX 1x18W HF
AB22ZX 2x18W HF
ABA41ZX 1x36W HF
AB42ZX 2x36W HF
ABS1ZX 1x58W HF
AB52ZX 2x58W HF
AB61ZX 1X70W HF
AB62ZX 2x70W HF

T8 Emergency Version

Description Cat No. _Description
ABA1LXEM  1x36W LPF EM ABA1ZXEM  1x36W HF EM
ABA2LXEM  2x36W LPF EM ABA2ZXEM  2636W HF EM
ABS1LXEM 1x58W LPF EM ABS1ZXEM  1x58W HF EM
ABS2LXEM  2x58W LPF EM ABS2ZXEM  2x58W HE EM
ABGILXEM  1x70W LPF EM ABGIZXEM  1x70W HF EM
ABG2LXEM  2x70W LPF EM ABG2ZZXEM  2x70W HF EM

. J

T5 High Frequency - HF

Electronic start batten less lamp

T5 Emergency Version

e —————

STEARN
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escription Cat No.  Description
AB114ZX  1x14WT5 ABT14ZXEM 1x14W T5 EM
AB214ZX  2(14WT5 ABZ14ZXEM 2x14W T5 EM
AB124ZX  1X24WT5 ABI24ZXEM 1x24W T5 EM
AB224ZX  24WT5 AB224ZXEM  2:24W T5 EM
AB128ZX  1x28WT5 AB12BZXEM 1x28W T5 EM
AB22BZX  2:x28WT5 AB22BZXEM  2x28W T5 EM
AB135ZX  1X35WT5 AB13SZXEM  1x35W T5 EM
AB235ZX  2x35W TS AB23SZXEM  2:35W T5 EM
AB149ZX  1X49WT5 AB149ZXEM  1x49W T5 EM
AB249ZX  2149WT5 AB249ZXEM  2x49W TS5 EM
AB154ZX  1x54WT5 ABIS4ZXEM 1x54W T5 EM
AB254ZX  2(54WT5 AB254ZXEM  2+54W T5 EM
J
[ )
Wireguards

ASR1424  14-24WT5
ASR2854  28-54W T5
ASR3549  35-49W T5
ASR2 1x2FT T8
ASR4 1x4FTT8
ASRS 1x5FT T8
ASR6 1x6FT T8

AWG1424  14-24WT5
AWG2854  28-54W T5
AWG3549  35-49W T5
AWG2 1x2FTT8
AWG4 1x4FTT8
AWGS 1x5FTT8
AWGE 1x6FTT8

gloss powder coated finish

Sfile provide snal lig!

1x6FT T8

Aluminium Reflectors
* Aluminium with polis
* |deal fc

warehouses with g aisle

AAR1424  14-24WT5
AAR2854  28-54W T5
AAR3549  35-49W T5
AAR2 1x2FT T8
AAR4 1x4FTT8
AARS 1x5FT T8
AARG 1x6FT T8
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Colour temperature 4000K

With Osram LED driver

Average rated life for panel 50,000 hrs

Robust steel body

White gloss powder coated finish

For 15-24mm exposed T ceilings

Polycarbonate diffuser

L595xW595xD95mm

Flat or Suspended LED Panel

Cat No. Wattage  Lumens
LEDPANEL35WECO 35W 2843Im

SURFACE MOUNTED LUMINAIRES

With CAT 2 Louvre

\ -

FEATURES T

ar ¥ S AR —

m ~ - - — -

mm > i
m - —
~
—
. i-gloss powder coated finisk —
. Jlar double parabolic aluminium louvre S—
T8 Surface Fitting High Frequency - HF Emergency Version /

Electronic start batten less lamp

Cat No. Description Cat No.
2x36W Surface Mount HF ASL42ZXEM  2x36W Surface Mount HF EM
2x58W Surface Mount HF ASL52ZXEM  2x58W Surface Mount HF EM
2x70W Surface Mount HF ASL62ZXEM  2x70W Surface Mount HF EM

RECESSED MODULAR

V With CAT 2 Louvre
20

vV

T8 Recessed Modules

Less lamp
AAMB64SC2 4X18W Modular SS
AMBE4SC2EM  4X18W Modular SS EM
AAM6642C2 4X18W Modular HF
AM664ZC2EM  4X18W Modular HF EM
AM1264SC2  4X36W Modular S8
AM1264SC2EM 4X36W Modular SS EM
AM12642C2  4X36W Modular HF
AM1264ZC2EM _4X36W Modular HF EM

Prismatic Panels

T5 Recessed Modules

Less lamp

MLD66 600x600 TPB
MLD612 600x1200 TPB
MLDFR66  600x600 TPA
MLDFR612  600x1200 TPA

AM314T5 3x14W T5 Modular
AM414T5  4x14W T5 Modular
AM428T5  4x28W T5 Modular

F GHTIN STEARNpaY 5
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FEATURES
Philips LED chip LED Lowbay Fitting

CRI>.8 A highly efficient LED fitting.

SCT 40:0K Cat No. Wattage Lumel
Sam divern ALB11612KLED  116W  12000im

Steel body ALBTG7IGKLED  167W  16000im

White powder coated finish AALB22024KLED
L734xW464xD104mm

APPLICATIONS
* Industrial production areas
+ Warehouses

* Garages & workshops

220W 24000im

FEATURES W FEATURES

* Supplied excluding lamps 2 + 250W & 400W SON or Metal halide SUPPLIED
 High-frequency (HF) control gear * Supplied with lamp

* Supplied complete with suspension wire kit WITII IAMP

* Robust steel body
+ Powder coated white folded sheet steel
* Aluminium reflector

A

* Robust steel body
* White painted textured finish
* Miro 4 reflectors for efficiency

« Size (54/55W) L1320xW464xD104mm * Size (54/55W) L1210xW259xD104mm ¢ L570xW280xD160mm

* Size (80W) L1620xW464xD104mm * Size (B0W) L1510xW259xD104mm

T5 Lowbay High Frequency - HF T5 Slim Lowbay High Frequency - HF IP20 Lowbay HID fitting
Electronic start luminaire less lamp for industrial use

Cat No Description Description
ALB4SATS  4x54W Lowbay T5 ALBASATSSLIM  4x54W T5 Siim Lowbay 250W HQl
ALBASSPLL  4x55W Lowbay PLL ALBASSPLLSLIM 4x55W PLL Siim Lowbay 250W SON
ALB48OT5  4x80W Lowbay T5 ALB48OT5SLIM  4x80W T5 Slim Lowbay 400W HQI

HIGHBAY FITTINGS

Lowbay Glass
APPLICATIONS Q.
® Industrial :
* Commercial
* Warehousing & retail

620mm

FEATURES
* 250W & 400W SON or Metal halide
* Spun aluminium reflector or

-
Polycarbonate refractor with cover S“PP“ED \
* Supplied with lamp V @
* Powder coated white folded sheet steel enclosure WITH LAMP 20 o
with suspension eye o
* Spun aluminium reector with toughened glass cover
or polycarbonate refractor with polycarbonate cover

1P20 high-bay

with removable interchangeable gear tray

Highbay 250W HQI Round
AHB250S Highbay 250W SON Round
AHBA0OH Highbay 400W HQI Round

AHBA400S Highbay 400W SON Round
Highbay Glass

6 GYSTEARN | /|
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Size (1x24W) L1270xW93xD100mm / (2x24W) L1270xW140xD100mm V @ L — i
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. FEATURES
LED Non-Corrosive Batten « CRI>80

Cat no. Wattage  Lumens Colour temperature 5500K
AW124LEDV2 1x24W 2660Im LED driver

AW224LEDV2 2x24W 4800Im Average LED life 30,000hrs
AW140LEDV2 1x40W 3860Im ABS base

AW240LEDV2 2x40W 7530im Polycarbonate controller

Stainless steel clips

NON-CORROSIVE BATTENS

Surface Mounted

T8 Switch Start T8 High Frequency

Switch start batten le: P Electror start batten less lamp

AWAISX  1X36W SS AWHZX  1x36W HF

AWAZSX  236W SS AWA2ZX  2x36W HF

AWSISX  1x58W SS AWS1ZX  1x58W HF

AWS2SX  2458W SS AWS2ZX  2458W HF

AWBISX  1x70WSS AWB1ZX  1x70W HF

AWB2SX 2470 SS AWB2ZX  2X70W HE

T8 Emergency Version T8 Emergency Version

Cat No. Description Cat No. Description FEATURES

AW4ISXEM 1x36W SS EM AWA1ZXEM 1x36W HF EM .S i
AWA2SXEM 2x36W S EM AWA2ZXEM 2:36W HF EM . A f r
AWS1SXEM 1x58W SS EM AWS1ZXEM 1x58W HF EM etic (switc ntrol gear
AWS2SXEM 2x58W S EM AWS2ZXEM 2458W HF EM .

AWB1SXEM 1x70W SS EM AWBTZXEM 1x70W HF EM . rbonat \
AWB2SXEM 2x70W S5 EM AWB2ZXEM 2x70W HF EM o Ste

WALLPACK

FEATURES

LED WALLPA

AR )

FEATURES

* CRI>.8

* Colour temperature 4000K
* 2280Im

* Integral driver

* 120° beam angle

* Average LED life 30,000hrs
.

.

Die-cast aluminium base
Hinged polycarbonate controller
H309xW275xD117mm

IP65 polycarbonate wallpack fitting

for 70V N/HQI lamps

Cat No. Description

AWP70H Wallpack 70W HQl LED Slim Wallpack iz
AWPTOH/PC  Wallpack 70W HQl with Photocel ey w -
AWP70S Wallpack 70W SON L NO. il

AWP70S/PC Wallpack 70W SON with Photocel AWPSOLEDSLIM - 30W LED Siim wallpack

LED BULKHEAD

LED IP54 Round LED Bulkhead Polycarbonate base

Cat No. Description Polycarbonate opal diffuser
ABHLEDRND 15W Round LED Bulkhead Steel gear tray
ABHLEDRNDMW 15W Round LED Bulkhead Microwave Sensor ©325xD100mm
ABHLEDRNDEM  15W Round LED Bulkhead Emergency 3hr maintained

FEATURES

* Colour temperature 5000K
1030Im
White bezel
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EMERGENCY BULKHEAD

3 Hour maintained, non-maintained & LED versions

T5 Version Emergency Bulkhead

AEBBM 8W Maintained
AAEBS8NM 8W Non-maintained

LED Version Emergency Bulkhead

AEBLEDM 2W LED Maintained
AEBLEDNM 2W LED Non-maintained

LED Non-Maintained Emergency

AE2LEDRECNM 2W LED NM Recessed

AE2LEDRECOVNM  2W LED NM Recessed Oval Distribution
AE2LEDSURFNM  2W LED NM Surface Mounted
AE2LEDSURFOVNM 2W LED NM Surface Mounted Oval Distribution

EMERGENCY EXIT SIGN

3 Hour maintained, non-maintained & maintained LED versions

(IR

EMERGENCY TWIN SPOT
HALOGEN NON-MAINTAINED

LED NAS

FEATURES

Emergency Exit Sign

3 Hour maintained, non-maintained & maintained LED

FQO I E] AEXSM 8W T5 Exit Box Maint

AAEX8NM 8W TS5 Exit Box Non Maint

FEATURES AEXLEDM 6.5W LED Exit Box Maintained

* 1 x8W lamp (T5 version) AAEXLEDMSLIM 6.5W LED Slim Exit Box Maintained
* 6.5W 0K (LED version)

* Powder coated white mild steel body AAEXLGDLEFT  Exit Box Legend Left

* 20mm cable entries & BESA box fixing AAEXLGDRIGHT  Exit Box Legend Right

AEXLGDUP  Exit Box Legend Up

LED Non-Maintained Twin-Spot Non-Maintained Twin-Spot

Cat No. Description

AETWINLED 2 x 3W Twin Spot AETWIN 2 x 20W Twin Spot

8 —= PRICE GUIDE 2016
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POLYCARBONATE FLOODLIGHT

APPLICATIONS
+ Signage
.G purpose floodlightir

FEATURES

IP65 polycarbonate 70W floodlight
for SON & HQl lamps

Cat No. Description

AFPC70H  Flood 70W HOI Polycarbonate
AFPCTOH/PCFlood 70W HOI Polycarbonate with Photocell
AFPC70S  Flood 70W SON Polycarbonate
AFPC70S/PC Flood 70W SON Polycarbonate with Photocell

i [
d aluminium reflector with dimpled finis

APPLICATIONS

FEATURES

o7 & 150W Meta e, Rx7s ble ended lamp:

* Suppli th lamg

* Asymmetric distribut

* Aluminium t body and cover

. j powd ted finist

¢ Hinged single-piece €r retaine o s . . .
inloss steel sorews IP65 slim aluminium die-cast asymmetric floodlight

« Polished a ium reflector with dimoled finist for 70W & 150W metal halide lamps

*B hite Iver finist Cat No. Description

oA ble 1 photo-cell AFDCA70H Flood 70W HQI DCA

AFDCA70H/PC  Flood 70W HQI DCA with Photocell
AFDCA150H Flood 150W HQI DCA
AAFDCA150H/PC Flood 150W HQI DCA with Photocell

o NON CORROSIVE FLOODLIGHT

APPLICATIONS

o auw IP65 PBT 70W Floodlights

with la PS for 150W, 250 N HID lamps
o }“" heresTihelite PETI AFPBTIS0H  Flood 150/ HOI PBT
ot & nallulion: resicta AFPBTISOH/PC Flood 150W HQI PBT with Photocell
B ! AFPBT250H  Flood 250 HQl PBT

AFPBT250H/PC Flood 250W HQI PBT with Photocell
AFPBT250S Flood 250W SON PBT
AFPBT250S/PC Flood 250W SON PBT with Photocell
AFPBT400H Flood 400W HQI PBT
AAFPBT400H/PC Flood 400W HQI PBT with Photocell
AFPBT400S Flood 400W SON PBT
AAFPBT400S/PC Flood 400W SON PBT with Photocell





NVC TAMPER 70W OUTSIDE LIGHT REF: NTA70 HGI-DE/BK/740 

[image: image7.jpg]=V I

Lighting

S1

APPLICATIONS CONSTRUCTION
- Fascias - Aluminium die-cast body and cover - Weight:
- Available in a choice of 3 light 70W 3.35kg

SPECIFICATION textured colours: 150W 4.35kg
- 70W and 150W Metal Halide - Matt grey, as standard - Windage = 0.08m?

double ended lamp - Matt white (WH) - For mounting accessories,
- Supplied complete with leading - Matt black (BK) see page 91-95

orand colour 740 lamp - Hinged single-piece cover retained
- Asymmetric distribution on stainless steel screws

TAMPA

IPG5 slim aluminium diecast asymmetric
floodlights for 70W & 150W metal halide lamps.

Available in 3 colours

- Polished aluminium reflector with
dimpled finish

ORDER CODE DESCRIPTION
NTA7OHQI-DE/740 TAMPA 70W MH GREY SLIM ALU FLOOD + LAMP
NTAIS0HQI-DE/740 TAMPA 150W MH GREY SLIM ALU FLOOD + LAMP

NTA7OHQI-DE/WH/740 | TAMPA 70W MH WHITE SLIM ALU FLOOD + LAMP
NTAISOHQI-DE/WH/740 | TAMPA 150W MH WHITE SLIM ALU FLOOD + LAMP
NTA7OHQI-DE/BK/740 | TAMPA 70W MH BLACK SLIM ALU FLOOD + LAMP

NTAISOHQI-DE/BK/740 | TAMPA 150W MH BLACK SLIM ALU FLOOD + LAMP

349

STIRRUP FIXING DETAILS

%10

55 55

FLOODLIGHTING

www.nvcuk.com | +44 (0)121 457 6340





T8 FLUORESCENT LAMP 70W 1800MM WARM WHITE 

THORN PP2270PRDIF PRISMATIC REF: 96217834

OSRAM LAMP ES 70W W/O IGNTR REF: NAV-E

ASCOT REF: AWP70S 

FERN RND LUMIN HF 1944 & 2D REF: FHE20316R

STARTER FLU 70-125W 230-250 REF: FS125
SUPPLIER: AIB GLASGOW PH. 0141 445 6633
BELL FLUORESCENT TUBE T8 70W DAY REF: 05572/05571
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26W BLD - 4 Pin, 4000K
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Details
Product Code
Watts
Cap Type

Colour / Finish

Colour Temp (K)

Lumens

Energy Rating

Burn Hours

Dimmable?

Box Qty

MOQ

Width (mm)

Length (mm)

Driver Required

Ballast required

Transformer Required

Barcode

Shrink Quanitity

Shrink Dimensions h x w x d (cm)
Inner Quantity

Inner Dimensions h x w x d (cm)
Outer Box Qty

Outer Box Dimensions h x w x d (cm)

| [ENERG i

€Heprus - EVEPYeld

04160
26W
G24q9-3
Cool White
4000
1800

B

10000

Yes

50

10

27

173

No

Yes

No

5013588041605

10

18.50 x 17.60 x 7.00
50

36.50 x 20.00 x 18.50
100

40.00 x 23.50 x 39.00




ACEL STARTER FLUORESCENT 70-125W REF: AC4992

ACEL STARTER FLUORESCENT 4-810W REF: AC4990

BELL FLUORESCENT TUBE T8 58W DAY REF: 05565

ACEL ROUND 16W HF OPAL REF: AC41361

ACEL BATTEN SINGLE SS 70W WHI REF: AC4006

ACEL PRISMATIC DIFFUSER SGL 6FT REF: AC4046

ACEL 250W HQI-T LOW BAY REF: AC49087 

ACEL BATTEN SINGLE SS 70W WHI REF: AC4006

ACEL PRISMATIC DIFFUSER SGL 5FT REF: AC4044

FERN EM B/HD 1965 REF: FHBL559-W-CL-EM

BELL CFL BLD 4-PIN 26W 4000K REF: 04160

SUPPLIER: ELECTRIC CENTRE GREENOCK  PH. 01475 552500
S E C T I O N    S I X.

Distribution Panels/Parts List

S E C T I O N    S E V E N.

Fire Alarm Panel/Parts List

SURFACE CALL POINT REF: 40-SCP2R 

BANSHEE RED SOUNDER C/W STROBE REF: CB-IR

4-ZONE FIRE PANEL REF: MAG4P

12V 7.AH BATTERY REF: BAT7

SUPPLIER: HOLLAND HOUSE GREENOCK PH. 01475 784331
S  E C T I O N   E I G H T.

Miscellaneous 

KEY SWITCH SPUR RED SURFACE REF: VMS/R

SUPPLIER: HOLLAND HOUSE GREENOCK PH. 01475 784331
METALCLAD 1-GANG BLANK PLATE REF: NS1:1

ACEL SURFACE FRONTPLATE 3-GANG REF: AC1612

20A 2-WAY SWITCH MRKD EM TEST REF: AC1658

ACEL 1-WAY SP SWITCH MODULE 10A REF: AC1650

ACEL COMMON DETECTOR BASE REF: AC5209

ACEL 2 WIRE 5 IN 1 DETECTOR REF: AC4044

ACEL TERMINAL BOX 20MM GALVANISED REF: AC7900

ACEL THROUGH BOX 20MM GLAVANISED REF: AC7920

ACEL U BOX 20MM GALVANIASED REF:AC7920

HAGER CEILING ROSE 3-PIN 6A REF: PCR2000

ACEL PLATE SWITCH 3-G 2-WAY REF: AC1016

SUPPLIER: ELECTRIC CENTRE GREENOCK  PH. 01475 552500
CONTAC PLATE SWITCH 2-G 2-WAY 1-A REF: A2722
KLICK CEILING ROSE 3-PIN REF: PCR2000

SUPPLIER: AIB GLASGOW PH. 0141 445 6633
