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S E C T I O N   O N E.
Introduction.

GES ELECTRICAL LTD carried out the electrical installation at Bluebird Nursery School.
This operation manual provides detailed information for maintenance engineers in the future for guidelines of replacement part and guidelines to maintenance.

No arbitrarily ruling can be given regarding the length of time to lapse between periodic inspection as obviously this depends on the client and the infrastructure of maintenance, security, site environmental and climate conditions. We as a company would recommend that the client implements a maintenance schedule to be carried out on a regular basis, experienced personnel in the electrical field should implement this and a form of record left in this file.

It should be noted that before carrying out any maintenance checks or adjustments of any electrical components, the equipment should be isolated and locked off from the source of electrical power supply.

For and on behalf of

GES ELECTRICAL LTD
S E C T I O N   T W O.
WARNING NOTES.

i) Do not fit fuses and MCB of larger capacity than supplied within the electrical distribution panel or any fusible item.

ii) Make sure a full compliment of spare parts e.g. lamps for light fittings are always available, particularly parts most often replaced, and a record left.

iii) Maintenance should be carried out by experienced, qualified electrical personnel only and safe isolation procedures implemented at all times when works are being carried out.

iv) The cause of any circuit breaker to trip must be investigated and eliminated at all times 
before the power be reapplied to any circuit.

S E C T I O N   T H R E E.
Operating Instructions.

Electrical Distribution
1. The main electrical distribution is situated in the basement level of the building. Scottish power cable head is situated to the left hand side of the main electrical panel’ with there 3-phase 4.5v main switch situated on the wall next to the mains panel, this switch if switched to the “OFF” position would isolate the main incoming power supply to the electrical installation within the building.

2. Localised isolation of circuits can be done from the main electrical panel. All circuit breakers have a legend explaining a brief detail of its operation located to the centre of the panel. Each circuit breaker clearly states whether it is in the “ON” position or the “OFF” position for maintenance purposes circuit breakers should be locked off and labelled clearly that personnel are working on circuit, we recommend that a clear procedure be put in place by client to ensure that this is adhered to at all times and by Experienced electrical personnel only.
Lighting
1. All light fittings are operated via localised switches in each room of building.

Emergency Lighting

1. Next to each light switch an emergency light test switch is located this is for maintenance purposes only – please refer to emergency lighting section for a more detailed account of operation.

     Power Socket Outlets
1. All socket outlets are 240v 13amp 3-pin outlets, please note that all appliances should have correct fuse value installed and be certified portable appliance tested. All socket outlets have RCD protection.

     Fire Alarm
1. Fire Alarm System is a fully automated system, consisting of fire alarm panel situated at front entrance, combined sounder and smoke detection situated at the roof level and emergency break glasses situated at each exit/entrance to building.

     Outside Lighting

1.   Outside lighting can be operated via switch in the main reception area located on side wall of I.T. cupboard.

S E C T I O N   F O U R.
Servicing.

SERVICING OF THE CONTROL GEAR, SWITCH GEAR, LIGHTING, FIRE ALARM SYSTEM – Should be carried out by Experience Personnel only.

1) Inspect for loose connections, and tighten nuts, bolts, electrical connections, care should be taken when removing any covers, always make sure all exposed electrical connections have been isolated before carrying out any servicing.

2) Examine all switches, control gear, distribution, and lighting socket outlets for signs of overheating or wear and tear, replace if necessary.

3) Check all fuses have the correct rating and are in healthy condition.

4) Log and report all servicing and list all new parts within this folder.

S E C T I O N   F I V E.

AC777403 CABLE TRUNKING 100X100MMX3M

ACEL AC777453 TEE 100X100MM TOP LID

AC777413 90DEG BEND 100X100MM TOP LID

AC777443 45D ELBOW 100X100MM OSIDE LID

AC777438 45DEG ELBOW 100X100MM INS LID
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ACEL AC777489 EARTH LINK

ACEL AC777631 CABLE TRAY 

MD 100MMX3M
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Acel Steel Cable Trunking & Accessories

Tees Hangers

Part No. Description Part No. Description

Top Lids AC777406 50 x 50mm c¢/w 10mm hole
AC777450 50 x 50mm tee top lid AC777407 75 x 75mm ¢/w 10mm hole
AC777451 75 x 75mm tee top lid AC777408 100 x 100mm c¢/w 10mm hole
AC777452 100 x 50mm tee top lid AC777409 150 x 150mm c/w 10mm hole
AC777453 100 x 100mm tee top lid

AC777454 150 x 150mm tee top lid

Stop Ends Sleeve Couplings

Part No. Description Part No. Description

AC777470 50 x 50mm blank end 25;77272 §0mm C"“p:e’

AC777471 75 x 75mm blank end AC7;; 4;8 1gg‘nr|"m°‘c’gﬂ :l’er

AC777473 100 x 100mm blank end ACT77479 150mm coupler

AC777474 150 x 150mm blank end

Flange Couplings Reducers

Part No. Description Part No. Description

AC777480 50mm flange coupler AC777484 75 x 50mm reducer
AC777481 75mm flange coupler AC777485 100 x 50mm reducer
AC777482 100mm flange coupler AC777486 100 x 75mm reducer
AC777483 150mm flange coupler AC777487 150 x 100mm reducer
Spare Lids Accessories

Part No. Description Part No. Description
AC777490 50mm x 3mtr spare lid AC777494 50 x 50mm cable retainer
AC777491 75mm x 3mtr spare lid AC777496 100 x 100mm cable retainer
AC777492 100mm x 3mtr spare lid AC777489 Earth links - tinned copper
AC777493 150mm x 3mtr spare lid AC777498 Trunking connector fixings

AC777499 Trunking metal turnbuckles
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TR-100X100 TRUNKING 3MTR

TR-100X100T TEE

TR-100X100EI INSIDE BEND

2DT-100-08PG 100MM TRAY
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CABLE MANAGEMENT

Acel Galvanised Steel Cable Tray & Accessories

W Designed to comply with BS EN 61537:2007 and € € marked

W Manufactured from pre-galvanised steel to BS EN 10346:2009

W Tray supplied in 3 metre lengths

W By using the UNIKLIP, installation is 3 times faster than standard systems

Light Duty Cable Tray

Part No. Size
AC777600 50mm x 3m
AC777601 75mm x 3m
AC777602 100mm x 3m
AC777603 150mm x 3m

Medium Duty Cable Tray

Part No. Size
AC777630 75mm x 3m
AC777631 100mm x 3m
AC777632 150mm x 3m
AC777633 225mm x 3m
AC777634 300mm x 3m
AC777635 Couplers

TRAY

ADVANTAGES: W
® 3 times faster than standard systems g
® Save time and money
@ No tools required UNITRUNK
® Same Unitrunk strength and security TOTAL CABLE MAMACEMENT SOLLITIONS
()
o4
UNITRUNK UNIKLIP System

TITIL TANLE NS SR IR

Part No. Description
KLIPBOX Uniklip box x 200
KLIPPKT Uniklip packet x 40

ELECTRIC .
CENTER



 

AC777438 45DEG ELBOW 100X100MM INS LID

AC777443 45D ELBOW 100X100MM OSIDE LID
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Ace| Steel Lighting Trunking & Accessories

W Designed to comply with BS 4678 Part 1 1971 (1988)

M Manufactured from pre-galvanised steel to BS EN 10346:2009

M Trunking supplied in 3M & 4.5M excluding lid and internal coupler
M Nominal thickness 1.00mm / 6mtr 1.20mm

m(e
Part No. Description
AC777500 50 x 50mm, 3mtr length
AC777501 50 x 50mm, 4.5mtr length
Accessories
AC777547
Part No. Description
AC777543 Galv. lid, 2mtr length
AC777544 Long coupler
AC777545 Hanger c/w 10mm hole
AC777546 Hanger c/w 20mm hole
AC777547 PVC lid, 3mtr length
AC777410 Flat 90° bend
AC777415 Internal 90° bend
AC777420 External 90° bend
AC777450 Top lid tee
AC777465 Fourway
AC777515 Stop end
AC777480 Flange
AC777517 Bush suspension

Due to the volatility of raw material prices it may be necessary to increase / decrease the price of Acel cable management

products during the life of this catalogue. If in doubt please refer to your local branch at time of ordering.
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AC777404 CABLE TRUNKING 150X150MMX3M
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Acel Steel Cable Trunking & Accessories

Galvanised Steel Single Compartment Cable Trunking

I Designed to comply with BS EN 50085-1:2006

W Manufactured from pre-galvanised steel to BS EN 10346:2009

W Trunking supplied in 3 metre lengths complete with lid &
internal coupler - lid has quick turn buckle type fixing

(e

Part No. Description

AC777400 50 x 50mm, 3mtr length
AC777401 75 x 75mm, 3mtr length
AC777402 100 x 50mm, 3mtr length
AC777403 100 x 100mm, 3mtr length
AC777404 150 x 150mm, 3mtr length

Galvanised Steel Single Compartment Cable Trunking Accessories
90° Bends (Gussetted) 459 Bends

Part No. Description Part No. Description

Top Lids Top Lids

AC777410 50 x 50mm 90° bend top lid AC777430 50 x 50mm 45° bend top lid
AC777411 75 x 75mm 90° bend top lid AC777431 75 x 75mm 45° bend top lid
AC777412 100 x 50mm 90° bend top lid AC777432 100 x 50mm 45° bend top lid
AC777413 100 x 100mm 90° bend top lid AC777433 100 x 100mm 45° bend top lid
AC777414 150 x 150mm 90° bend top lid AC777434 150 x 150mm 45° bend top lid
Inside Lids Inside Lids

AC777415 50 x 50mm 90° bend inside lid AC777435 50 x 50mm 45° bend inside lid
AC777416 75 x 75mm 90° bend inside lid AC777436 75 x 75mm 45° bend inside lid
AC777417 100 x 50mm 90° bend inside lid AC777437 100 x 50mm 45° bend inside lid
AC777418 100 x 100mm 90° bend inside lid AC777438 100 x 100mm 45° bend inside lid
AC777419 150 x 150mm 90° bend inside lid AC777439 150 x 150mm 45° bend inside lid
Outside Lids Outside Lids

AC777420 50 x 50mm 90° bend outside lid AC777440 50 x 50mm 45° bend outside lid
AC777421 75 x 75mm 90° bend outside lid AC777441 75 x 75mm 45° bend outside lid
AC777422 100 x 50mm 90° bend outside lid AC777442 100 x 50mm 45° bend outside lid
AC777423 100 x 100mm 90° bend outside lid AC777443 100 x 100mm 45° bend outside lid
AC777424 150 x 150mm 90° bend outside lid AC777444 150 x 150mm 45° bend outside lid

Due to the volatility of raw material prices it may be necessary
to increase / decrease the price of Acel cable management
products during the life of this catalogue. If in doubt please
refer to your local branch at time of ordering.

...making life simple!
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ACEL AC777474 STOP END 150X150MM
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CABLE MANAGEMENT

Acel Pre-Galvanised Steel Channel & Accessories

Part No. Description

Support Channel

AC77700 41 x 21mm plain 3mtrs
AC77701 41 x 41mm plain 3mtrs
AC77702 41 x 21mm slotted 3mtrs
AC77703 41 x 41mm slotted 3mtrs
AC77704 41 x 21mm plain 6mtrs*
AC77705 41 x 41mm plain 6mtrs*
AC77706 41 x 21mm slotted 6mtrs*
AC77707 41 x 41mm slotted 6mtrs*

* Available on request
Support Channel Accessories

AC77708
AC77709

AC77715

AC77730
AC77731

AC77732
AC77733
AC77734
AC77735

AC77736

AC77737
AC77738

AC77740

AC77741

AC77742

AC77743

AC77744

AC77745

AC77746

AC77747

PVC cover strip 3mtrs
Pre-galv cover strip 3mtrs

AC77710 41 x 41mm int. connector 200mm
AC77711 41 x 21mm int. connector 200mm
AC77712 PVC end cap deep black
AC77713 PVC end cap shallow black
AC77714 PVC end cap deep white

PVC end cap shallow white

Support Brackets

Flat “L” bracket
Flat “T” bracket

90° even bracket 1 & 1 hole
90° uneven bracket 1 & 1 hole
90° bracket 1 & 2 hole

90° bracket 2 & 2 hole

90° gussett bracket 2 & 2 hole

Base plate - single
Base plate - double

AC777391E1 Base plate - gusseted double
AC77729[1E1 Base plate - gusseted single

Beam Clamps

Beam clamp c/w tongue
Beam clamp Z type
Beam clamp small C
Beam clamp large C

41 x 41mm window bracket
¢/w cone point

41 x 21mm window bracket
¢/w cone point

41 x 82mm beam clamp c/w
U bolt top plate

41 x 41mm beam clamp c/w
U bolt top plate

Part No. Description
Channel Nuts
AC77750 M6 no spring nut
AC77751 M8 no spring nut
= AC77752  M10 no spring nut
AC77753 M6 short spring nut
= AC77754 M8 short spring nut
AC77755  M10 short spring nut
AC77756 M6 long spring nut
AC77757 M8 long spring nut
AC77758  M10 long spring nut
Channel Washers
AC77760 M6 square plate
AC77761 M8 square plate
AC77762  M10 square plate
AC77763  M12 square plate
Threaded Rod & Fixings
AC77770 M6 3mtr length
AC77771 M8 3mtr length
AC77772  M10 3mtr length
AC77773 M6 rod connectors
AC77774 M8 rod connectors
AC77775  M10 rod connectors
Pack
Part No. Size

Penny Washers

B ACTTTT6 M6
e L]
Al ac77778 W0

q Flat Washers

A eS| ACTTTT9
=5 | AC777680
| AC777681

AC777682
AC777683
AC777684

M6
M8
M10 100

Hexagon Nuts

M6
M8
M10 100

M6 x 20mm
M6 x 25mm
M8 x 25mm
M8 x 35mm
M10 x 25mm
M10 x 35mm

Pack Quantity 100

Cantilever Arms

AC77720
AC77721
L AC77722
AC77723
AC77724

Hexagonal Head Set Screws
AC777685

AC777686

AC77787

AC77788

AC77789

AC77790

150mm 2 hole
300mm 2 hole
450mm 2 hole
600mm 2 hole
750mm 2 hole

M Channel designed and manufactured to
comply with BS EN 10326:2004 BS 6946:1988

ELECTRIC .
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Dry Lining Box Data Sheet

Part Number SB619
Gang(s) 1
Depth 35mm

Knockouts 2 x 25mm by 20mm Square (Top & bottom)
1 x 25mm Base Knockout

Commonly used names Dry Lining Box
Fast fix Box
Plasterboard Box

To fit Plaster Board Thickness 6.35mm to 15mm

Lugs 2 x Adjustable

Dimensions Height 86 mm
Width 86 mm
Depth 35 mm

Standards BS5733
Accessories Brass Earth Terminal SB/BT

Packing Piece (For walls below 6.35mm) SB/LX

K Electrium Saled Limited, Commerical Centre, Lakeside Plaza, Walkmill Lane, Cannock WS11 0ZE
¢/ Electriumnn Tdephone: 01543 455030 Fax: 01543 455031

Volex.sales@electrium.co.uk www.electrium.co.uk



ACEL AC777482 FLANGE COUPLET 100X100MM
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Fused Connection Units

Electrophoretically coated plates and back boxes provide
a durable and long lasting heavy duty finish to the Metal
Clad range of products.

All Metal Clad 13A Fused Connection Units are tested and
approved to BS1363 offering assured quality and safety
through our BSI Kitemark Licence KM10807.

Scolmore International Ltd, 1 Scolmore Park, Landsberg, Lichfield Road Ind. Estate, Tamworth, Staffordshire, B79 7XB

Telephone: 01827 63454 Facsimile: 01827 63362
E-mail: sales@scolmore.com, technical@scolmore.com Website: www.scolmore.com





AC777473 ACEL AC777473 STOP END 100X100M AC777478
S E C T I O N    S I X.

SEA9BM18 SCHNEIDER SEA9GN18 DIST BOARD TP 18WAY

Schneider Electric 1, 3 Phase Distribution Board, 18 Way, 250 A

· BrandSchneider Electric
· Mfr. Part No.SEA9BN18


Top of Form

Bottom of Form
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Image representative of range

Product Details

Acti9 Isobar Distribution Boards

Acti9 Isobar A and B type Distribution Board is a complete range of distribution boards for commercial and industrial applications

A type

Single phase distribution boards with 125A rating
Standard distribution boards up to 24 ways
Terminal block for feeding up to 100A
Option of switching outgoing neutral on all boards using distributed neutral kit
Single pole RCBO for new or retrofit maintaining device density
Knockouts for cable gland and conduit mixed to suit the installation needs without loss of space

B type

3 phase distribution boards with 250 rating
Standard distribution boards up to 24 ways
Option of switching outgoing neutral on all boards using distributed neutral kit
Single pole RCBO for new or retrofit maintaining device density
Split neutral bars
Removable gland plates
Removable insulated pan assembly

70107 SEA9NI1604 SCHNEIDER
S E C T I O N    S E V E N.

PEMSA 62026010 FIXING BRACKET P/G

ACEL AC2402 NUT & BOLT M6X20MM BZP

ACEL AC77756 SPRING NUT LONG M6

ACEL AC77776 PENNY WASHER M6

ACEL AC2361 WALL PLUG RED

ACEL AC2380 WOODSCREW CSK 8X1.1/2IN BZP

SUPPLIER – EC
AC777635 M DUTY WRAPOVER COUPLERS PAIR 

PEMSA 3M LTH 35MMX150MM WIRE MESH TRAY BICHROMAT

PEMSA 60221300 BASKET 300X35MMX3M LGTH

ACEL AC77702 CHANNEL 41X21MMX3M SLOTTED

[image: image35.jpg]essentials CLICK

Scolmorecroupr

Fused Connection Units

Product Range

Fused Connection Units With Optional Flex Outlet

CLo049 3A Fused Connection Unit

CL050 13A Fused Connection Unit

CLO51 13A DP Switched Fused Connection Unit

CL052 13A DP Switched Fused Connection Unit With Neon

Fused Connection Units With Optional Flex Outlet (No Knockouts In Back Box)
CLO51B 13A DP Switched Fused Connection Unit

CLO049, CLOS0 CLo51 CL0o52

Errors & Omissions excluded. Specification is subject to change without notice. All Metal Clad Fused Connection Units are supplied with 40mm back boxes.

Scolmore International Ltd, 1 Scolmore Park, Landsberg, Lichfield Road Ind. Estate, Tamworth, Staffordshire, B79 7XB

Telephone: 01827 63454 Facsimile: 01827 63362
E-mail: sales@scolmore.com, technical@scolmore.com Website: www.scolmore.com




20MM PVC COATED METAL COPEX 
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20CONG:GK 20MM GALVANISED CONDUIT LENGTH (3.75M)

20MM GLVANISED CONDUIT
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K2213ALM:GK MK LOGIC BOX 1 GANG 41MM SURFACE KO

MK 1-Gang Steel Surface Back Box with Knockouts - 

 
K2213ALM
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Manufacturer:
MK
Manufacturer Part No:
K2213ALM

Order Code:
PL14726

Product Range 

MK Logic Plus Metal Back Box
Also Known As:
GTIN UPC EAN: 5017490223906

SB619:GK 1 G 35MM DRY LINING BOX PLDLB135

SB629:GK 2G 35MM DRY LINING BOX PLDLB235
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Fused Connection Units

Product Dimensional Drawings (mm)

CL049, 050 CLO051, CLO51B CL052
80 80 4.5
o > |lg - o |lg
60.3 60.3 L5

Product Wiring Diagram

LOAD  SUPPLY

Errors & Omissions excluded. Specification is subject to change without notice

Scolmore International Ltd, 1 Scolmore Park, Landsberg, Lichfield Road Ind. Estate, Tamworth, Staffordshire, B79 7XB

Telephone: 01827 63454 Facsimile: 01827 63362
E-mail: sales@scolmore.com, technical@scolmore.com Website: www.scolmore.com




CL050:GK METALCLAD 13A SPUR UNSWI UNIT FLEX OUT
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Fused Connection Units

Technical Specification

Fused Connection Units

Material Composition Front Plate & Back Box: Electrophoretically Coated Steel
Rocker Switch & Rear Housing: Urea
Terminals: Brass
Earth Strap: Mild Steel
Terminal Screws: Steel & Yellow Passivated

Silver “on-lay” Copper / Brass Contacts

Voltage 240V~ 50Hz

Current Rating 13A (3A where applicable)
Terminal Size 5mm g

Torque Value 2.5Nm

Cable Size 3 x 2.5mm?or 2 x 4.0mm?
Back Box Depth 40mm Supplied
Knockout Size 20mm

Double Pole (051, 052)

Twin Earth Yes

Warranty 10 Years

IP Rating 1P20

Operational Temperature -5° to +40°C

Standards The Low Voltage Directive 2006/95/EC

BS 1363-4:1995+A4:2012 (KM10807 Kitemark Licence)
Fuses to BS 1362:1973

Additional Information

Ensure that the mains supply is isolated before commencing installation and refer to the circuit diagram with
the relevant product.

Bare earth cables must always be covered with appropriate sleeving and wired to the earth terminal.

Errors & Omissions excluded. Specification is subject to change without notice

Scolmore International Ltd, 1 Scolmore Park, Landsberg, Lichfield Road Ind. Estate, Tamworth, Staffordshire, B79 7XB

Telephone: 01827 63454 Facsimile: 01827 63362
E-mail: sales@scolmore.com, technical@scolmore.com Website: www.scolmore.com
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Scolmore International Ltd
1 Scolmore Park: Landsberg
Lichfield Road Industrial Estate
t [ | Tamworth, Staffordshire B79 7XB

DECLARATION OF CONFORMITY

01827 63454

01827 63362

: sales@scolmore.com
© www.scolmore.com

s @

-

. Issuer Name Scolmore International Limited

2. Issuer Address 1 Scolmore Park, Landsberg,
Lichfield Road Industrial Estate,
Tamworth, Staffordshire, B79 7XB

3. Object(s) of Declaration Metal Clad Range
a. Group Fused Connection Units
b. Model No. CL049, CL050, CLO51B, CL052

4. The object of the declaration described above is in conformity with the requirements of the
following Legislations:
Document No Title
2006/95/EC Low Voltage Directive

5. All products contained within the aforementioned comply with the relevant standards and
requirements listed below.

KM10807 Kitemark Licence
BS 1363-4 : 1995 + A4 : 2012
BS 1362 : 1973 (Fuse)
6. | hereby declare that the equipment named above has been designed to comply with the relevant
sections of the above referenced specifications. The unit complies with all applicable Essential

Requirements of the Directives.

In conjunction with the above all manufacture and process controls are in accordance with ISO
9001:2008

Signed, for and on behalf of: Scolmore International Limited

Steven Bettson BSc - Senior Technical Support Engineer c € 1 5

I — CLICK OwA
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CABLE MANAGEMENT
Acel Adaptable Boxes

W Pre-galvanised steel c/w 20mm knock outs on all sides
W Manufactured to BS 4568

PartNo.  Size (mm)
AC7200 H75xW75xD 50

AC7201 H 100 x W 100 x D 50
AC7202 H100xW 100 x D 75
AC7203 H150 xW 100 x D 50
AC7204 H 150 xW 150 x D 50
AC7205 H150 xW 150 x D 75

Acel Cable Junction Boxes

M Solid thermoplastic housing made out of two different kinds of
moulding components
W The unique raised cover provides extra wiring space
W |P66 rating
M Flame protection and halogen-free
M Impact and UV resistant
W Functional and aesthetic design
M Termination capacity up to 10mm?
W Tidy installation is easy with the internal holding blocks and the
SEE i E?rewless"clamps om0 the wi
lamps allow easy connection to the wires

FE:E#EFES.SA,:‘D W Self sealing membranes allow easy and quick cable entry

o (See Fig.1) or use cable glands (See Fig.2)

SEE ==
INSULATING GELS

ON PAGE 440 Fig.1 Cable is simply pushed through Fig.2 Integrated metric thread for

the elastic membrane without use of cable glands - see pages 127-128
mechanical device. for range of cable glands.

Part No. Description Amps Dimensions

AC7311 Grey junction box c/w terminal 24A 76 x 76 x 51mm

AC7312 Black junction box c/w terminal 24A 76 X 76 x 51mm

AC7210 Grey junction box c/w terminal 32A 85 x 85 x 51mm

AC7211 Black junction box c/w terminal 32A 85 x 85 x 51mm

AC7212 Grey junction box c/w terminal 41A 110 x 110 x 66mm

AC7213 Black junction box c/w terminal 41A 110 x 110 x 66mm

AC7214 Grey junction box c/w terminal 57A 140 x 140 x 66mm

AC7215 Black junction box c/w terminal 57A 140 x 140 x 66mm

AC7313 Grey junction box c/w terminal 57A 160 x 140 x 81mm

AC7314 Black junction box c/w terminal 57A 160 x 140 x 81mm

Acel Moulded Enclosures

W Manufactured from impact resistant polystyrene

W Temperature range -25°C to 60°C, intermittent up to approximately
80°C

M Quick fastening lid screws

W Captive and sealable cover

M Profile rails and mounting plates can be integrated

Part No. Description Dimensions
AC7220 IP65 enclosure without terminals 110 x 110 x 60mm
AC7221 IP65 enclosure without terminals 160 x 120 x 71mm
AC7222 IP65 enclosure without terminals 165 x 145 x 84mm
AC7223 IP65 enclosure without terminals 230 x 180 x 88mm
AC7224 IP65 enclosure without terminals 320 x 250 x 135mm
AC7315 IP65 enclosure without terminals 380 x 300 x 120mm
AC7316 IP65 enclosure without terminals 460 x 380 x 120mm
AC7225 IP54 round enclosure without terminals 77mm @ x 40mm H
AC7226 IP56 deep lid enclosure without terminals 190 x 140 x 140mm
AC7227 IP56 deep lid enclosure without terminals 240 x 190 x 160mm
AC7228 P56 deep lid enclosure without terminals 300 x 220 x 180mm

ELECTRIC .
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SECTION 1

WIRING ACCESSORIES
Acel White Moulded

Surface Pattress Boxes

W Manufactured and approved to BS 5733

W Supplied with earth terminal

M Side and base knockouts

W 15 year guarantee on all white moulded boxes

Hce o

Part No. Description

AC1040 16mm 1 gang

AC1041 25mm 1 gang

AC1042 25mm 2 gang

AC1043 25mm Dual

AC1044 47mm 1 gang

AC1045 47mm 2 gang

AC1046 Conversion 1 - 2 gang
AC1064 16mm 1 gang architrave

Brown Junction Boxes

W Manufactured and approved to BS 6220

M Generous capacity slot terminals with large grub screws
m(Ce

Part No. Description

AC1060 20 Amp 4 terminal selective entry

AC1061 20 Amp 6 terminal selective entry

AC1062 30 Amp 3 terminal selective entry

AC1063 20 Amp 4 terminal non-selective entry 59mm

Stud Boxes (I

AC12300

Ac12301 AC12302

I Made from polycarbonate, fixes directly to wood
M Fast fit installation

W Can be fixed from one side/no noggins needed
W Universal 380-450mm stud centres

W 1 gang 120-600mm stud centres

W 2 gang 130-600mm stud centres

Part No. Description

AC12300 Universal stud box (1G+1G+2G)
AC12301 1 gang stud box

AC12302 2 gang stud box

Dry Lining Boxes

W Manufactured and approved to BS 5733

W ABS dry lining box with adjustable lugs

W Suitable for plasterboard thickness 4-20mm
W Removable cable entries and 1 base knockout
W 10 year guarantee on all dry lining boxes

m(e

Part No. Description

AC11047 1.gang 35mm
AC11048 2 gang 35mm
AC11049 Dual 35mm

AC11090 1.gang 46mm
AC11091 2 gang 46mm
AC11092 Round 34mm

AC11093 2 gang + 1 gang 35mm

Metal Switch & Socket Boxes

W Manufactured from pre-galvanised steel
W Solid brass earth screw M BS 4662

W Adj. = Adjustable

Part No. Depth _ Gan Entry Lul
AC1080  16mm 1 Oval Adj.
AC1081 25mm 1 Round KO Adj.
AC1082  25mm 2 Round KO Adj.
AC1083  35mm 1 Round KO Adj.
AC1084  35mm 2 Round KO Adj.
AC1085  35mm Dual Round KO Fixed
AC1086  47mm 1 Round KO Adj.
AC1087  47mm Round KO Adj.
AC1088 25mm 2 RoundKO  Fixed
AC1089  27mm Dual  RoundKO  Fixed

1 architrave box
Telescopic Stud Rail -
Mountmg for Back Boxes (5D

W Can be used to mount multiple boxes

M Notched and marked for easy identification and bending

W Improved design with stamped inch markings and pilot

holes, accelerates precise box conduit mounting between studs

M Pilot holes allow easy box attachment with a screwdriver

W Requires only a screw gun to install

W Can be mounted to face or inside of stud

I Adjustable for non-standard stud spacing

W Interlocking tab prevents accidental disassembly

W Unique, one-piece, break apart design

: rI;e’:iuces movement of the box when used with flexible conduit
art No.

AC1099

Description
Mounting bracket

ELECTRIC .
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Copper cable
Cat 6 U/UTP LSFH Cable

Description

0/

HUBER+SUHNER

Excellence in Connectivity Solutions

The HUBER+SUHNER Category 6 unshielded cable provides a high quality media for the transmission up to 1000BASE-T
applications, with the added benefits of a small diameter and flexible cable design.

Category 6/Class E compliant
Suitable for PoE/PoE+ applications

.

Compliant to
-ISO/IEC 11801 Ed 2.0
-EIA/TIA-568-C.2
-EN 50173-1
-IEC 61156-5
-EN 50288-6-1
-IEC 60332-1
-IEC 60754-2
-IEC 61034

*  Consistent performance
e Margin above standards requirements

Technical data

Construction
Description
Pairs

Sheath material

Conductor material

Mechanical and environmental data
Characteristics

Bending Radius (during installation)
Bending Radius (installed)

Cable Diameter

Weight

Maximum Pulling Force

Colour

Temperature Range (during Installation)
Temperature Range (during operation)
Compliant with RoHS and REACH

Electrical data

Description

1.0-250.0MHz, Characteristic impedance (Q)
1.0-250.0MHz, Delay Shew 20°C[ns/100m)
Velocity of Propagation (%)

DC Resistance 20°0Q/100m) max

DC Conductor Resistance Unbalance (%)max

Central spine maintains geometry of pairs
e Low flame-spread LSFH™ jacket material

White-Blue /Blue

Seperator -

White-Brown /Brown

Values Comment
4x2x23 AWG

LSFH

Copper

Values Tested acc. to

8 x Outer diameter

4 x Outer diameter

6.3 mm

47 Kg/km

100N

Blue RAL 5012

0°C to + 50°C

-20°C to + 60°C

Yes

Values Comment
10015 (at 20°0)
<45 (at20°Q
68 (at 20°0)
9.5 (at 20°Q
5.0 (at20°0

White-Orange /Orange

Sheath

Rip-cord

White-Green /Green

Comment

HUBER+SUHNER is certified according to EN(AS) 9100, ISO 9001, ISO 14001, ISO/TS 16949 and IRIS.
Waiver: Fact and figures herein are for information only and do not represent any warranty of any kind.
Document: DOC-0000716229 / Rev. D / Date of publication: 22.07.2016 / uncontrolled copy

www.hubersuhner.com

Page 1/2




DFSU2025:GK DELIGO DFSU2025 FLEXIBLE CONDUIT PVC 25MM

DELIGO FLEXIBLE CONDUIT 
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AC91610 AC91610 ALARM CABLE 6 CORE WHI 100MS
AC11500 AC11500 PLUG HP 1P44 2P+E 16A 110V 4H 

[image: image42.jpg]Data Sheet “I_'I, HUBER+SUHNER

Excellence in Connectivity Solutions

Copper cable
Cat 6 U/UTP LSFH Cable

Transmission data

Frequence Return Loss Attenuation NEXT PS-NEXT ELFEXT PS-ELFEXT DEIAY
(MHZ) (dB) (dB/100m) (dB) (dB) (dB/100m) (dB/100m) (ns)
1 20.0 19 74.0 72.3 68.0 65.0 570.00
4 23.0 37 65.0 63.3 56.0 53.0 552.00
8 245 53 60.7 48.8 49.9 46.9 546.73
10 25.0 59 59.0 57.3 48.0 45.0 545.38
16 25.0 7.5 56.0 54.2 43.9 40.9 543.00
20 25.0 8.4 55.0 52.8 42.0 39.0 542.05
25 243 9.5 53.3 413 40.0 37.0 541.20
31.25 236 10.6 52.0 49.9 38.1 35.1 540.44
62.5 21.5 15.4 47.0 45.4 321 29.1 538.55
100 20.1 19.8 44.0 423 28.0 25.0 537.60
200 18.0 29.0 40.0 37.8 220 19.0 536.54
250 17.3 32.8 38.0 36.3 20.0 17.0 536.27

Ordering information

Description Item number Comment
Category 6 copper Cable, U/UTP, 4 Pairs, 23AWG,Solid Conductor , LSFH

jacket, blue, 305m/box 85066237

Category 6 copper Cable, U/UTP, 4 Pairs, 23AWG,Solid Conductor , LSFH

jacket, blue, 500m/drum 85066233

Related documents

Description Document number

None

Additional information

Description

Microsite for Data Center solutions datacenter.hubersuhner.com
HUBER+SUHNER is certified according to EN(AS) 9100, ISO 9001, ISO 14001, ISO/TS 16949 and IRIS. www.hubersuhner.com

Waiver: Fact and figures herein are for information only and do not represent any warranty of any kind.
Document: DOC-0000716229 / Rev. D / Date of publication: 22.07.2016 / uncontrolled copy Page 2/2



AC11520 AC11520 CONN HP IP44 2P+E 16A 110V 4H
AB35100EZ 35MM DEEP BASKET

35MM DEEP BASKET 
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AC777478 U SHAPE COUPLER 100MMX100MM
CL20GC/0001 DCL20GC COUPLER 20MM GLV
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DC CL20GC Coupler 20mm Glv

Catalogue Code: CL20GC

CL4G/0001 DC CL4G TEE BOX 20MM GLV
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 HYPERLINK "https://www.tradesparky.com/cable-and-management/conduit/steel-accessories/dc-cl4g-tee-box-20mm-glv" 
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DC CL4G Tee Box 20mm Glv

Catalogue Code: CL4G

Available to dispatch immediately

Demon Cato are market leader in metal conduit accessories. They are innovators, inventors and manufacturers when it comes to this field. Their new Conlok Conduit System offers a variety of conduit boxes and couplers with a quick fit solution.

The Demon Cato CL4G is a galvanised, 3 way circular tee box. Suitable for use with 20mm conduit and accessories

ACEL AC11047 DRY LINING BOX 1G 35MM WHI

ACEL AC11048 DRY LINING BOX 2G 35MM WHI

ACEL AC1083 SWITCH AND SOCKET BOX 1G 35MM

[image: image43.jpg]Audio, Visual & Security Cables

Due to the volatility of raw material prices it may be necessary to increase or decrease the price of cables on a regular
basis. For up to date pricing please contact your local branch at the time of ordering.

Satellite Coaxial Cable - RG6 Low Loss
Aluminium Braid Aluminium Foil

Drum
Part No. Colour Size
AC91420 Black 100m

Digital Satellite Coaxial Cable -
75 Ohm Copper Braid Copper Foil

Drum
Part No. Colour Size
AC91450 Black 100m
AC91460 Black 250m
AC91480* White 100m
*CAl Approved
RJ59 CCTV Coaxial Cable
Drum
Part No. Colour Size
AC91440 Black 100m
Alarm Cable White B
Part No. Core Colour Size
AC91600 4 White 100m
AC91610 6 White 100m
AC91620 8 White 100m
Telephone Cable CW 1308
Drum
Part No. Core Colour Size
AC91500 2 Pairs White 100m
AC91510 3 Pairs White 100m
AC91520 4 Pairs White 100m
AC91530 6 Pairs White 100m
AC91540 10 Pairs White 100m
Speaker Cable
Conductor Size Drum
Part No. mm Colour Size
AC91700 2x13 of 0.2mm Grey 100m
AC91710 2x 13 of 0.2mm White 100m
Bell Wire
Conductor Size Drum
Part No. mm Colour Size

AC91720 2x0.5mm White 100m





[image: image44.jpg]CABLE ACCESSORIES & SUNDRIES
Acel Armoured Cable Glands - Brass

BW Range - Indoors CW Range - Outdoors
PartNo. Size Qty PartNo. Size Qty
Standard Standard

AC2600  20S 2 AC2607 208 2
AC2601 20 2 AC2608 20 2
AC2602 25 2 AC2609 25 2
AC2603 32 2 AC2610 32 2
AC2604 40 1 AC2611 40 1
AC2605 50 1 AC2612 50 1
AC2606 63 1 AC2613 63 1
LSF LSF

AC2670  20S 2 AC2677 208 2
AC2671 20 2 AC2678 20 2
AC2672 25 2 AC2679 25 2
AC2673 32 2 AC2680 32 2
AC2674 40 1 AC2681 40 1
AC2675 50 1 AC2682 50 1
AC2676 63 1 AC2683 63 1

Cable Gland Selector Chart

Nominal uumnermcures (600/1000V) W Manufactured from a quality grade of brass within an
Conductor o el W % % B 1509001 quality system & compliant to
Areammz  ®W 5, W 5, W " L zﬁw odw M dw M e M b BS 6121:1989 Part 1
= Superior cable amouranchorageandeath contuty
W Fast and easy to install kits comprising gland(s),
locknut(s), earth tag(s) and shroud(s)

|

| 16 25 25 25 2 2 2 - - - - - - - - - - | Suitable for use with PVC/SWA/PVC 600/1000 volt

25 25 32 32 32 32 - - - - - - - o 5 - »
T T cable conforming to BS 6346

Enlarged On Page 524

WARNING: These charts are for guidance only. Actual cable
dimensions should be considered before making final selection
as these may vary due to the manufacturing tolerances
permitted in BS 6346: 1989.

M Manufactured from a quality grade of brass within an 1IS09001 quality
system & compliant to BS 6121:1989 Part 1

W Superior cable armour anchorage and earth continuity
M Fast and easy to install kits comprising gland(s), locknut(s), shroud(s) and
terminations
M Suitable for use with PVC/SWA/PVC 600/1000 volt cable conforming to
BS 6346

B Armoured glands c/w earthing nut

N BW Range - CW Range -

e Indoors Outdoors

(=}

= PartNo. Size Qty PartNo. Size Qiy

&3 AC2850  20S 2 AC2860  20S 2

7] AC2851 20 2 AC2861 20 2
AC2852 25 2 AC2862 25 2

12
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Acel Round Steel Conduit, Fittings & Accessories
Galvanised Round Steel Conduit

Class 4 Steel Conduit Part No. Description
W Heavy gauge steel conduit AC77698 Galv 20mm, 3.0mtr length
W Hot dipped galvanised AC77699 Galv 25mm, 3.0mtr length
W Supplied in 3.0 or 3.75 metre lengths AC77690 Galv 20mm, 3.75mtr length
W Complete with one coupler and threaded both ends AC77692 Galv 25mm, 3.75mtr length
B Meets BS 4568 heavy protection specification AC77694 Galv 32mm, 3.75mtr length
Galvanised Conduit Fittings
: Part Size
Part Size
No. (mm) No. (mm)

Y Boxes
AC7924 20mm
AC7926 25mm

Terminal Boxes
AC7900 20mm
AC7902 25mm

Back Outlet Boxes
AC7928 20mm

Through Boxes
AC7904 20mm
AC7906 25mm

Inspection Elbows
Angle Boxes AC7930  20mm
AC7908 20mm AC7932  25mm
AC7910  25mm ‘
Tee Boxes Inspection Bends

AC7912 20mm
AC7914 25mm

AC7934 20mm
AC7936 25mm

Inspection Tees
AC7938 20mm
AC7940 25mm

Intersection Boxes
AC7916 20mm
AC7918 25mm

U Boxes Due to the volatility of raw material prices it may be
AC7920 20mm necessary to increase / decrease the price of Acel round
AC7922 25mm steel conduit, fittings and accessories during the life of

this catalogue. If in doubt please refer to your local
branch at time of ordering.

Conduit Pipe Bender
M Conduit bending machine complete with 20mm and 25mm
formers
M Bends electrical conduit to BS 4568 Part 1
M Size 20mm and 25mm

/ = Part No. Description

AC7394  Conduit pipe bender c/w 20 & 25mm formers

~
=
=
=
o
LLl
(7}
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ACEL AC7223 MID ENCLOSURE 230X180X88MM

CAT6ELSF UTP LSOH VIOLET

[image: image46.jpg]Acel Fittings & Accessories

Extension Rings

PartNo.  Size Type
AC7942  20mm Galv
AC7944  25mm Galv

One Hole Looping Boxes

Part No. Size Type

AC7946  20mm Galv
Dome Covers

Part No. Size Type

AC7948  20mm Galv
Hook Plates

PartNo. Size Type
AC7950  20mm Galv

Screwed Male Hooks

7

Part No. Size Type

AC7952  20mm Galv

Solid Couplers

Part No. Size Type
AC7954  20mm Galv
AC7956  25mm Galv
AC7958  32mm Galv
AC7960 1.5” Galv
AC7962 27 Galv

CABLE MANAGEMENT

Flange Couplers (Steel)

PartNo. Size Type
AC7964  20mm Galv
AC7966  25mm Galv

Reducers

@
LU

PartNo. Size Type
AC7968  20-16mm  Galv
AC7970  25-20mm Galv

Space Bar Saddles
PartNo. Size Type
AC7972  20mm Galv
AC7974  25mm Galv
Light Gauge Saddles
Part No. Size Type
AC7976  20mm Galv
AC7978  25mm Galv

Distance Saddles

-

Part No.  Size Type

AC7980  20mm Galv
AC7982  25mm Galv
Stop Plugs

Part No.  Size Type
AC7984  20mm Galv
AC7985  25mm Galv
Rubber Gasket

Part No.

AC7986

Steel Lids

Part No. Type
AC7987 Galv

ELECTRIC .
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ACEL AC91450 DT100 COAX 100MTRS BLK

[image: image47.jpg]CABLE MANAGEMENT

Acel Flexible Conduit
Bare Steel Flexible Conduit

M High mechanical strength

I Highly flexible

W Temperature range -100°C to +300°C
M Inherently low fire hazard (LFH) product

=LA L W L W A M U PartNo.  Description
AC78115  20mm galvanised steel flexible - 25m
AC78116  25mm galvanised steel flexible - 25m

Straight Nickel Plated Brass Fittings for Bare Steel Flexible Conduit

W Two part fitting for use with bare steel flexible conduit

W Manufactured from nickel plated brass

M P40 rated

W Can be inserted into a knockout and secured with a locknut
W Swivel fitting can be used with threaded entries

Part No. Description

AC78117  20mm fixed nickel plated brass
AC78118  25mm fixed nickel plated brass
AC78119  20mm swivel nickel plated brass
AC78120  25mm swivel nickel plated brass
AC78129  20mm steel locknuts 10 pk
AC78130  25mm steel locknuts 10 pk
AC78131  20mm conduit fixing clip 10 pk
AC78132  25mm conduit fixing clip 10 pk

PVC Coated Steel Flexible Conduit

W High mechanical strength

W Highly flexible

W Temperature range -15°C to +70°C

Part No.  Description

AC78121  20mm PVC coated steel flexible conduit -
25m reel

AC78122  25mm PVC coated steel flexible conduit -
25m reel

Straight Nickel Plated Brass Fittings for PVC Steel Flexible Conduit

W Two part fitting for use with PVC coated steel flexible conduit
W Manufactured from nickel plated brass

W IP54 rated

W Can be inserted into a knockout and secured with a locknut
M Swivel fitting can be used with threaded entries

Part No.  Description

AC78123  20mm fixed nickel plated brass
AC78124  25mm fixed nickel plated brass
AC78125  20mm swivel nickel plated brass
AC78126  25mm swivel nickel plated brass
AC78129  20mm steel locknuts 10 pk
AC78130  25mm steel locknuts 10 pk
AC78131  20mm conduit fixing clip 10 pk
AC78132  25mm conduit fixing clip 10 pk

~
=
=
=
o
Ll
(7}
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ACEL AC7221 MID ENCLOSURE 160X120X71MM

ACEL AC2608 CBL/GLD 2PK CW OUTDOORS 20MM

[image: image48.jpg]ELAND
CABLES

Find this product online: elandcables.com | Cables & Accessories
PVC Flexible Cable | 318-A / BS 6004 Arctic Grade Cable

318-A / BS 6004 Arctic Grade Cable

Eland Product Group: A5A

APPLICATION

Arctic grade PVC cords manufactured to BS 6004 are designed
to withstand severe external temperatures and will remain
flexible at temperatures down to -40°C. Making them particularly
suitable for outdoor applications and for use where flexibility is
required at sub zero temperatures. At normal temperatures the
cable is very flexible, offering some of the characteristics usually
found in elastomeric cables.

CONSTRUCTION

Conductor
Class 5 flexible copper conductor according to BS EN 60228
(previously BS 6360)

Insulation
Arctic grade PVC (Polyvinyl Chloride) Type Tl4 according to
BS EN 50363

Sheath
Arctic grade PVC (Polyvinyl Chloride) Type 10 according to
BS 7655

UK T 02072418787 | F020 7241 8700 | sales@elandcables.com | www.elandcables.com
International T +44 20 7241 8740 | F +44 20 7241 8700 | international@elandcables.com

CABLE STANDARDS
BS 6004 (previously BS 7919 Table 44), BS EN/IEC 60332-1-2

& @ bsi. @ [ CE

The electrical and dimensional properties of this product are measured by the
Technical and Quality Assurance department at the Eland Cables laboratory. Cable
performance in respect of conductor resistance, construction quality (workmanship),
dimensional consistency, and other parameters are verified to published standards
and approved product drawings. Conformance to RoHS (Restriction of the use of
Hazardous Substances) is determined and confirmed.

CHARACTERISTICS
Voltage Rating (Uo/U)
300/500V

Temperature Rating
Fixed: -40°C to +60°C

Minimum Bending Radius
Fixed: 6 x overall diameter

Core Identification
2 core: @ Blue @ Brown
3 core: @ Blue @ Brown & Green/Yellow

Sheath Colour
@ Blue @ Yellow

technicalspecification | 10f3



ACEL AC2601 CBL/GLD 2 PK BW INDOORS 20MM

ACEL AC78152 30MMX150MM CAB BASKET TRY3M

ACEL AC78154 30MMX300MM CAB BASKET TRY3M

DFU20M:GK DELIGO DFU20M FIXED CONDUIT ADAPTOR 20MM

CONLOK CL4G 20MM T BOX

CONLOCK 20MM T BOX CL4G

[image: image13.jpg]



CONLOK CL3G 20MM ANGLE BOX
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DC CL3G Angle Box Small 20mm Glv

Catalogue Code: CL3G

Available to dispatch immediately

Demon Cato are market leader in metal conduit accessories. They are innovators, inventors and manufacturers when it comes to this field. Their new Conlok Conduit System offers a variety of conduit boxes and couplers with a quick fit solution.

The Demon Cato CL3G is a galvanised, 2 way circular angle box. Suitable for use with 20mm conduit and accessories.

CONLOK CL2G 20MM THROUGH BOX
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DC CL2G Through Box 20mm Glv

Catalogue Code: CL2G

Available to dispatch immediately

Demon Cato are market leader in metal conduit accessories. They are innovators, inventors and manufacturers when it comes to this field. Their new Conlok Conduit System offers a variety of conduit boxes and couplers with a quick fit solution.

The Demon Cato CL2G is a galvanised, 2 way circular through box. Suitable for use with 20mm conduit and accessories.

ACEL AC7900 TERMINAL BOX 20MM GALVINISED [image: image49.jpg]Find this product online: elandcables.com | Cables & Accessories
PVC Flexible Cable | 318-A / BS 6004 Arctic Grade Cable

DIMENSIONS
ELAND PARTNO. = NO.OF NOMINAL CROSS NOMINAL THICKNESS = NOMINAL THICKNESS =~ NOMINAL OVERALL NOMINAL WEIGHT
CORES SECTIONAL AREA OF INSULATION OF SHEATH DIAMETER kg/km
mm? mm mm mm
ABA2075*1R 2 0.75 0.6 0.8 6.2 56
ABA2010*1R 2 1 0.6 0.8 6.4 61
ABA201*1R 2 1.5 0.7 0.8 7.4 83
ABA202*1R 2 25 0.8 1 9.2 130
ABA204*1R 2 4 0.8 11 10.4 176
ABA206"1R 2 6 0.8 12 1.3 299
ABA3010*1R 3 1 0.6 0.8 6.8 73
ABA301*1R 3 1.5 0.7 0.9 8.1 105
ABA302*1R 3 2.5 0.8 i1 10 163
ABA304*1R 3 4 0.8 12 1.3 224
ABA306*1R 3 6.0 0.8 12 127 299

*Eland Part No. shown above designate the sheath colour (*). For each colour substitute * for a colour code as listed below. e.g. ABA20756B1R = 0.75mm? Blue

Colour Codes

COLOUR Blue Yellow
CODE B Y
CONDUCTORS
Class 5 Flexible Copper Conductors for Single Core and Multi-Core Cables
NOMINAL CROSS SECTIONAL AREA MAXIMUM DIAMETER OF WIRES IN MAXIMUM RESISTANCE OF CONDUCTOR AT 20°C
mm? CONDUCTOR
mm Plain Wires
ohms/km
0.75 0.21 26
1 0.21 19.56
1.6 0.26 13.3
25 0.26 7.98
4 0.31 4.95
6 031 330

ELECTRICAL CHARACTERISTICS
Current Carrying Capacity

NOMINAL CROSS SECTIONAL AREA CURRENT CARRYING CAPACITY AT 30°C
mm2
Single-Phase AC Three-Phase AC

Amps Amps
0.75 6 6
1 10 10
1.5 16 16
25 25 20
4 32 25
6 48 40

UK T 0207241 8787 | F020 7241 8700 | sales@elandcables.com | www.elandcables.com

2013 | technical
913 | technicalspecification International T +44 20 72418740 | F +44 20 72418700 | international @elandcables.com




ACEL AC7954 SOLID COUPLER 20MM GALV[image: image50.jpg]Find this product online: elandcables.com | Cables & Accessories
PVC Flexible Cable | 318-A / BS 6004 Arctic Grade Cable

Voltage Drop

NOMINAL CROSS SECTIONAL AREA DC OR SINGLE-PHASE AC
mm? mV/A/m
0.75 62
1 46
1.5 32
2.5 19
4 12
6 8

Conductor operating temperature: 60°C

The above table is in accordance with Table 4F3B of the 17th Edition of IEE Wiring Regulations.

DE-RATING FACTORS

60°C Thermoplastic or Thermosetting Insulated Cords
AMBIENT TEMPERATURE 35°C 40°C 45°C
DE-RATING FACTOR 0.91 0.82 0.71

The above table is in accordance with Table 4F3A of the 17th Edition of IEE Wiring Regulations.

THREE-PHASE AC
mV/A/m

54
40
o7
16
10
7

50°C 556°C

0.58 0.41

The information contained within this datasheet is for guidance only and is subject to change without natice or liability. All the information is provided in good faith and is believed to be correct at the time of

publication. When selecting cable accessories, please note that actual cable dimensions may vary due to manufacturing tolerances.

UK T 020 72418787 | F020 7241 8700 | sales@elandcables.com | www.elandcables.com
International T +44 20 7241 8740 | F +44 20 7241 8700 | international@elandcables.com
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CL20GA-CONLOK 20MM FEMALE ADAPTOR
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DC CL20GA Adaptor Conlok Female 20mm Glv

Catalogue Code: CL20GA

Available to dispatch immediately

DC CL2G THROUGH BOX 20MM GLV
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DC CL2G Through Box 20mm Glv

Catalogue Code: CL2G

Available to dispatch immediately

Demon Cato are market leader in metal conduit accessories. They are innovators, inventors and manufacturers when it comes to this field. Their new Conlok Conduit System offers a variety of conduit boxes and couplers with a quick fit solution.

The Demon Cato CL2G is a galvanised, 2 way circular through box. Suitable for use with 20mm conduit and accessories.

DC CL3G ANGLE BOX SMALL 20MM GLV
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DC CL3G Angle Box Small 20mm Glv

Catalogue Code: CL3G

Available to dispatch immediately

Demon Cato are market leader in metal conduit accessories. They are innovators, inventors and manufacturers when it comes to this field. Their new Conlok Conduit System offers a variety of conduit boxes and couplers with a quick fit solution.

The Demon Cato CL3G is a galvanised, 2 way circular angle box. Suitable for use with 20mm conduit and accessories.

DC CL11G TEE BOX 25MM GLV
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DC CL11G Tee Box 25mm Glv

Catalogue Code: CL11G

Available to dispatch immediately

Demon Cato are market leader in metal conduit accessories. They are innovators, inventors and manufacturers when it comes to this field. Their new Conlok Conduit System offers a variety of conduit boxes and couplers with a quick fit solution.

The Demon Cato CL11G is a galvanised, 3 way small circular tee box. Suitable for use with 25mm conduit and accessories

DC CL25GA ADAPTOR CONLOK FEMALE 25MM GLV
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DC CL25GA Adaptor Conlok Female 25mm Glv

Catalogue Code: CL25GA

Available to dispatch immediately

ACEL AC1081 SWITCH AND SOCKET BOX 1G 25MM

[image: image51.jpg]LSOH Wiring Cables LSOH Conduit Wire
Low Voltage (450/750 V) (HO7Z-R)

6491

Afumex

Cable Approvals Cable approved to BS EN 50525-3-41

Key App"cations > Installation in surface mounted or embedded conduits, or similar closed
systems and for fixed protected installation in or on lighting fittings and
inside appliances, switchgear and control gear particularly for situations
in which low emissions of smoke and acid gas is requred in case of
burning

> Green/Yellow for use as earth

A_A A
L4
E )

{

Conductor > Plain annealed copper stranded circular conductor complying with
BS EN 60228 Class 2

Insulation >90°C LSOH crosslinked insulation complying with BS EN 50363-5 Type El 5

Core Identification 0 Red
o Black

o Blue
o Brown
Grey
o Green/Yellow

Other core colours are available on request

S

A
Temperature Bending Mechanical Fire Performance Flexibilty Halogen free Low smoke
Range Radius Impact BS EN 60332-1-2 Rigid BS EN 50267-2-2 emissions
2510 +90°C Fixed r=6D Medium BS EN 61034-2
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AC78121 20MM PVC COATED ST FLEX CON 25MM
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Available in PVC, LSOH, PE, unshielded and shielded in a variety of colours. This cable is a 4 pair twisted cable with a
solid copper conductor that is tested to 1IS011801, TIA-568-A standards.
This product meets the category 5e performance standards and supports Gigabit Ethernet.

¥ 305m marked cable
W 30 year link and system warranty
W Supports Gigabit Ethernet
W Colour coded packaging
W Tested to 1S011801, TIA 568A
W Used for door entry, IP CCTV, data networking
Part No. Description
AC8200 4PR UTP grey PVC
AC8201 4PR UTP violet LSOH
AC8202 4PR FTP grey PVC

/4 AC8203 4PR FTP violet LSOH
AC8204 External grade black
AC8205R 4PR UTP red LSOH

. AC82050 4PR UTP orange LSOH

AC8205B 4PR UTP blue LSOH
AC8205G 4PR UTP green LSOH
AC8205Y 4PR UTP yellow LSOH
AC8205W 4PR UTP white LSOH
AC8330 @D Cat5e UTP LSOH white 100m reel
AC8331 @ED  Cat5e PE black 100m reel
AC8332 (@D  Catbe PE black 250m reel
AC8333 @@D  Cat5e PE black 500m reel

Ace| Catse Modules & Accessories

Available in two sizes, euro module 25 x 50mm or LJ6C 25 x 38mm (note: faceplates must match, not interchangeable
for Euro and LJ6C). Both modules are a low profile design that supports category 5 enhanced applications. Termination
can be made with LSA tooling.

W 30 year link and system warranty M 25 x 38mm for LJ6C

W Low profile design I Built in label holder

W Supports Gigabit Ethernet W LSA termination

W 25 x 50mm for Euro W Category 5e compliant
Part No. Description

AC8206 25 x 50mm RJ45 Cat5e module

AC8207 25 x 38mm RJ45 Cat5e 6C module

Accessories you may need for a Cat5 installation.

W Cat5e RJ45-RJ45 inline coupler for connecting Cat5e patch leads

I Cat5e Inline connection box for joining two four pair cables together

I RJ45 crimp plug for Cat5e unshielded cables. Easy to terminate with
standard RJ45 crimp tools

AC8220

W 19" horizontal cable management bar available in black

W The bar has four rings to provide an aid for the data cable within a

cabinet

AC395

I Modular crimp tool suitable for use with 8 position, 8 contact RJ45
plugs

Part No. Description

AC8334 @Em RJ45 plugs for Catbe pack of 50
AC8335 @ED Cat5e UTP RJ45 coupler

AC8336 @D Cat5e UTP IDC inline connection box
AC8220 1U cable management bar

AC8395 @ED Crimp tool
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ACEL AC77702 CHANNEL 41X21MMX3M SLOTTED
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Cable Details

Nominal | Conceptual | Approx. | Approx. | Maximum Short Short Current Current | Voltage | Voltage | Voltage
cross construction | overall cable conductor | circuit circuit rating DC rating drop drop drop
sectional diameter | weight | resistance | rating rating or single Three DC DC or three
area at 20°C 90- 90- phase AC | phase AC single phase
160°C 250°C enclosed | enclosed phase AC
(1 sec) (1 sec) in in AC
conduit conduit
or or
trunking | trunking | mV/A/ | mV/A/ mv/
mm2 no/mm mm kg ohms/km kA kA Amps Amps m m A/m
1.5 7/0.53 & 21 12.1 0.15 0.22 23 20 31 31 27
25 7/0.67 3.6 32 741 0.25 0.36 31 28 19 19 16
4 7/0.85 42 47! 4.61 0.4 0.6 42 37 12 12 10
6 7/1.04 4.7 66 3.08 0.6 0.9 54 48 %9, 7.9 6.8
10 7/1.35 6.1 114 1.83 1 1.4 75 66 4.7 4.7 4
16 7/1.70 72 171 1.15 1.6 2.3 100 88 2.9 2.9 25
25 7/2.14 8.4 250 0.727 2.5 3.6 133 117 1.85 1.9 1.65
35 comp.* 9.5 350 0.524 3.5 S| 164 144 1.35 1.35 1.15
50 1158 470 0.387 5 7.2 198 175 0.99 1.05 0.9
70 comp.* 12.6 670 0.268 7/ 10 253 222 0.68 0.75 0.65
95 comp.* 147 930 0.193 9.5 13.6 306 269 0.49 0.58 0.5
120 comp.* 16.2 1160 0.153 12 17.2 354 312 0.39 0.48 0.42
150 comp.* 18.1 1430 0.124 15 215 393 342 0.32 0.43 0.37
185 comp. 20.2 1790 0.0991 18.5 26.5 449 384 0.25 0.37 0.32
240 comp.* 229 2350 0.0754 24 343 528 450 0.19 0.33 0.29
300 comp.* 27 3030 0.0601 30 429 603 514 0.155 0.31 0.27
400 comp.* 32 4010 0.047 40 57.2 683 584 0.12 0.29 0.25
500 comp.* 35.5 5020 0.0366 50 71.6 783 666 0.093 0.28 0.24
630 comp.* 39.5 6440 0.0283 63 90.2 900 764 0.072 0.27 0.23

* Compressed stranded conducts

Temperature Rating Factors

Ambient Temperature °C 25 30 35 40 45 50 55 60
Rating Factor 1.02 1.00 0.96 0.91 0.87 0.82 0.76 0.71
Ambient Temperature °C 65 70 75 80
Rating Factor 0.65 0.58 0.5 0.41

Correction factors for Groupings

Number of circuits 2 3 4 5 6 7 8 9
Rating Factor 0.80 0.70 0.65 0.60 0.57 0.54 0.52 0.50
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CABLE 6943XLH 6.0MM 7/1.04 BLACK

6MM BLACK CABLE 6943XLH

[image: image26.jpg]



0.5MM 2CORE WHITE FLEX

0.5MM 2-CORE WHITE FLEX
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3183AG2.5Y MS 3183YAG 2.5MM ARTIC FLEX YEL 100M (E)




HH

QSST200S:GK 200X4.6MM STAINLESS STEEL R/BALL TIE

6491B2.5BRN:GK CABLE 6491B LSF 2.5MM BROWN 100M

6491B2.5BLU:GK CABLE 6491B LSF 2.5MM BLUE 100M

6491B2.5G/Y:GK CABLE 6491B LSF 2.5MM G/Y 100M

6491B4BLU:GK CABLE 6491B LSF 4.0MM BLUE 100M

6491B4BRN:GK CABLE 6491B LSF 4.0MM BROWN 100M

6491B4G/Y:GK CABLE 6491B LSF 4.0MM G/Y 100M

FP200GOLD:GK CABLE FP200 1.5MM 2C&E RED 100M


20MM PVC COATED METAL KOPEX 30M LENGTH

ACEL AC8206 25X50MM RJ45 CAT 5E MODULE


3183AG2.5Y MS 3183YAG 2.5MM ARTIC FLEX YEL 100M (E)




