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S E C T I O N   O N E.
Introduction.

GES ELECTRICAL LTD carried out the electrical installation at Babcock Marine Civilian Canteen. 
This operation manual provides detailed information for maintenance engineers in the future for guidelines of replacement part and guidelines to maintenance.

No arbitrarily ruling can be given regarding the length of time to lapse between periodic inspection as obviously this depends on the client and the infrastructure of maintenance, security, site environmental and climate conditions. We as a company would recommend that the client implements a maintenance schedule to be carried out on a regular basis, experienced personnel in the electrical field should implement this and a form of record left in this file.

It should be noted that before carrying out any maintenance checks or adjustments of any electrical components, the equipment should be isolated and locked off from the source of electrical power supply.

For and on behalf of

GES ELECTRICAL LTD
S E C T I O N   T W O.
WARNING NOTES.

i) Do not fit fuses and MCB of larger capacity than supplied within the electrical distribution panel or any fusible item.

ii) Make sure a full compliment of spare parts e.g. lamps for light fittings are always available, particularly parts most often replaced, and a record left.

iii) Maintenance should be carried out by experienced, qualified electrical personnel only and safe isolation procedures implemented at all times when works are being carried out.

iv) The cause of any circuit breaker to trip must be investigated and eliminated at all times 
before the power be reapplied to any circuit.

S E C T I O N   T H R E E.
Operating Instructions.

Electrical Distribution
1. The main electrical distribution is situated in the basement level of the building. Scottish power cable head is situated to the left hand side of the main electrical panel’ with there 3-phase 4.5v main switch situated on the wall next to the mains panel, this switch if switched to the “OFF” position would isolate the main incoming power supply to the electrical installation within the building.

2. Localised isolation of circuits can be done from the main electrical panel. All circuit breakers have a legend explaining a brief detail of its operation located to the centre of the panel. Each circuit breaker clearly states whether it is in the “ON” position or the “OFF” position for maintenance purposes circuit breakers should be locked off and labelled clearly that personnel are working on circuit, we recommend that a clear procedure be put in place by client to ensure that this is adhered to at all times and by Experienced electrical personnel only.
Lighting
1. All light fittings are operated via localised switches in each room of building.

Emergency Lighting

1. Next to each light switch an emergency light test switch is located this is for maintenance purposes only – please refer to emergency lighting section for a more detailed account of operation.

     Power Socket Outlets
1. All socket outlets are 240v 13amp 3-pin outlets, please note that all appliances should have correct fuse value installed and be certified portable appliance tested. All socket outlets have RCD protection.

     Fire Alarm
1. Fire Alarm System is a fully automated system, consisting of fire alarm panel situated at front entrance, combined sounder and smoke detection situated at the roof level and emergency break glasses situated at each exit/entrance to building.

     Outside Lighting

1.   Outside lighting can be operated via switch in the main reception area located on side wall of I.T. cupboard.

S E C T I O N   F O U R.
Servicing.

SERVICING OF THE CONTROL GEAR, SWITCH GEAR, LIGHTING, FIRE ALARM SYSTEM – Should be carried out by Experience Personnel only.

1) Inspect for loose connections, and tighten nuts, bolts, electrical connections, care should be taken when removing any covers, always make sure all exposed electrical connections have been isolated before carrying out any servicing.

2) Examine all switches, control gear, distribution, and lighting socket outlets for signs of overheating or wear and tear, replace if necessary.

3) Check all fuses have the correct rating and are in healthy condition.

4) Log and report all servicing and list all new parts within this folder.

S E C T I O N   F I V E.

Light Fittings/Lamps

LEDKIA LIGHTING – ROUND 20W ULTRASLIM LED PANEL – COLOUR TEMPERATURE WARM WHI 2800K-3200K REF – PX-PBD-20R-BC
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Characteristics

	Power:
	20 W

	Voltage:
	220-240V AC

	Multi-Voltage:
	85-265V AC

	Frequency:
	50-60 Hz

	Lumens:
	1530 lm

	Beam Angle:
	120º

	CRI:
	80

	IP Protection:
	IP20

	IK Protection:
	IK05

	Protection Class:
	II

	Life Span:
	30,000 Hours

	Working Temperature:
	-20ºC ~ +45ºC

	Type:
	SMD 2835

	Size:
	Ø240x20 mm

	Cut-Out
	Ø220mm

	Material:
	Aluminium

	Diffuser:
	Frost

	Frame:
	White

	Includes:
	Driver

	Energy Class:
	A

	Certifications
	CE & RoHS

	Warranty
	5 Years


ELECTRIC CENTER CONTACT – 01475 552500
THORN 96642302 CHAL LED1300-830 HF RSB REF 96642302/0001
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96642326

▶Change configuration
· Base: 96642326 — CHAL PRO LED1100-830 HF RSB W6

▼ Data Sheet

A recessed LED downlight. Remote fixed output control gear. IP54 (IP20 from above), Class I electrical, UGR<19. Body: aluminium, painted white (RAL 9016). Reflector: satinbrite. Suitable for mounting in ceiling thicknesses of 1-40mm in a Ø150mm cut-out. Complete with 3000K LED, Colour Rendering Index min.: 80. 

Dimensions: Ø172 x 94 mm
Total power: 10.6 W
Luminaire luminous flux: 1090 lm
Luminaire efficacy: 103 lm/W
Weight: 0.69 kg

CHANNEL CEILO/LED/ST LED DOWNLIGHT 5W 
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Ceilo LED Downlight
Product Code: E/CEILO/LED
	

	

	

	


	LED
	5W
	150 lm
	IP20

	Light Source
	 Wattage
	Lumen Output
	 IP Rating


The Ceilo is a recessed LED downlight; a compact fitting that utilises the latest LED technology and provides excellent value for money.
The fitting provides substantial energy and maintenance savings over the lifetime of the fitting as the unit is available either as a self-test or dali versions.
· Dimensions: Downlight: 50mm(Ã˜) 25mm(D)

· Light source: CREE X T-E LED

· Maintained and non-maintained

· Self test and DALI versions available

· Power consumption: 5W

· Lumen Output: 150 lm

· Weight: 0.32Kg

· Compliance: BS EN 60598-2-22

ELECTRIC CENTER CONTACT – 01475 552500
S E C T I O N    S I X.
Distribution Panels/Parts List

S E C T I O N    S E V E N.

Cable/Miscellaneous
EC - CABLE 3183T 0.75MMX100M WHITE 

DETA 1212 SERVICE CONNECTOR BOX 15A 
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Service Box, Connector

	Catalogue No1:
	1212

	Brand:
	Deta

	Size:
	15A

	Range:
	Junction/Choc Boxes 
Choc Boxes


ELECTRIC CENTER CONTACT – 01475 552500

LIGHTING BOX 8-OUTLET 20A REF – CT1008:GK

ESSENTIALS 20A FLOW CONNECTOR 250V REF: CT202C:GK 

CLICK CT203M FLOW CONNECTOR 4 PIN 2 REF: CT202C:GK

CLICK CT203 GLOW CONNECTOR 4 PIN 2 REF: CT203M
HOLLAND HOUSE CONTACT – 01475 784431
S  E C T I O N   E I G H T.
Inspection & Test Certificates

S E C T I O N   N I N E.

Contract Drawings

