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S E C T I O N   O N E.
Introduction.

GES ELECTRICAL LTD carried out the electrical installation at Budongo Trail, Edinburgh Zoo.
This operation manual provides detailed information for maintenance engineers in the future for guidelines of replacement part and guidelines to maintenance.

No arbitrarily ruling can be given regarding the length of time to lapse between periodic inspection as obviously this depends on the client and the infrastructure of maintenance, security, site environmental and climate conditions. We as a company would recommend that the client implements a maintenance schedule to be carried out on a regular basis, experienced personnel in the electrical field should implement this and a form of record left in this file.

It should be noted that before carrying out any maintenance checks or adjustments of any electrical components, the equipment should be isolated and locked off from the source of electrical power supply.

For and on behalf of

GES ELECTRICAL LTD
S E C T I O N   T W O.
WARNING NOTES.

i) Do not fit fuses and MCB of larger capacity than supplied within the electrical distribution panel or any fusible item.

ii) Make sure a full compliment of spare parts e.g. lamps for light fittings are always available, particularly parts most often replaced, and a record left.

iii) Maintenance should be carried out by experienced, qualified electrical personnel only and safe isolation procedures implemented at all times when works are being carried out.

iv) The cause of any circuit breaker to trip must be investigated and eliminated at all times 
before the power be reapplied to any circuit.

S E C T I O N   T H R E E.
Operating Instructions.

Electrical Distribution
1. The main electrical distribution is situated in the basement level of the building. Scottish power cable head is situated to the left hand side of the main electrical panel’ with there 3-phase 4.5v main switch situated on the wall next to the mains panel, this switch if switched to the “OFF” position would isolate the main incoming power supply to the electrical installation within the building.

2. Localised isolation of circuits can be done from the main electrical panel. All circuit breakers have a legend explaining a brief detail of its operation located to the centre of the panel. Each circuit breaker clearly states whether it is in the “ON” position or the “OFF” position for maintenance purposes circuit breakers should be locked off and labelled clearly that personnel are working on circuit, we recommend that a clear procedure be put in place by client to ensure that this is adhered to at all times and by Experienced electrical personnel only.
Lighting
1. All light fittings are operated via localised switches in each room of building.

Emergency Lighting

1. Next to each light switch an emergency light test switch is located this is for maintenance purposes only – please refer to emergency lighting section for a more detailed account of operation.

     Power Socket Outlets
1. All socket outlets are 240v 13amp 3-pin outlets, please note that all appliances should have correct fuse value installed and be certified portable appliance tested. All socket outlets have RCD protection.

     Fire Alarm
1. Fire Alarm System is a fully automated system, consisting of fire alarm panel situated at front entrance, combined sounder and smoke detection situated at the roof level and emergency break glasses situated at each exit/entrance to building.

     Outside Lighting

1.   Outside lighting can be operated via switch in the main reception area located on side wall of I.T. cupboard.

S E C T I O N   F O U R.
Servicing.

SERVICING OF THE CONTROL GEAR, SWITCH GEAR, LIGHTING, FIRE ALARM SYSTEM – Should be carried out by Experience Personnel only.

1) Inspect for loose connections, and tighten nuts, bolts, electrical connections, care should be taken when removing any covers, always make sure all exposed electrical connections have been isolated before carrying out any servicing.

2) Examine all switches, control gear, distribution, and lighting socket outlets for signs of overheating or wear and tear, replace if necessary.

3) Check all fuses have the correct rating and are in healthy condition.

4) Log and report all servicing and list all new parts within this folder.

S E C T I O N   F I V E.

Light Fittings/Lamps

Lighting 

THORN SURFACE MOUNTING KIT REF: OMSM3250KIT
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Omega LED

50% less energy than a 4x18W T26 (T8) fluorescent with
adjustable mounting options for through-life flexibility

« With the use of simple mounting kits, the recessed version offers increased
flexibility, for use where either surface or suspended mounting is required

» Good uniformity and easy retrofit for traditional luminaires. DALI dimming further
increases energy savings

« IP44 extends application scope to include restrooms and hospitals

« Available now as 600x600mm. 300x300mm, 300x1200

Photographs, line drawings and photometric data are representative only. For specific product detail please select an individual product.

96241576

Material/Finish

Body: mild steel sheet, white (RAL9016)
Diffuser: UV-stabilized, opal acrylic

Installation/Mounting

Recessed: lay in for most suspended T15/24 ceilings. 300x300 suitable for pull up installations (concealed & plaster board
ceilings).

Surface: collar type - fixed to the ceiling with 4 screws via keyhole slots, product to be layed in.

Suspended: suspended via adjustable wire suspension (1500mm), 4 fixing points to the ceiling, 300x300 is not suitable for
suspension mounting.

Specification

To specify state:

A versatile square/rectangular luminaire for recessed, surface and suspended mounting with LED light source with
3000/4000K colour temperature, CRI>80 and a lifetime of 50,000 hours @ L70 Ta 25C.

As Thorn Omega LED.

Beam_Suspended_W2, Einb_NDaeMat, Beam_Surface_1, IP20, IP44, Beam_Recessed_1, Beam_Suspended_W, Beam_eControl_A, SC1, SC2,
BeamTELnergency, CE, 650, Ta =0 to +25, LED

Thorn Lighting is constantly developlTng and improvi;wg its products. The riahtiis reserved to change speéiﬁcatinns without prior notification or public announcement.
© Thorn Lighting
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Omega LED

Ordering Guide Supplied complete with LEDs. Mounting accessories to be ordered separately.

Description ILCOS Code Socket Wt (kg) SAP Code
Omega LED 300x300

OMEGA LED 1000-830 HF MRP LED 2,3 96241752
OMEGA LED 1000-840 HF MRP LED 2,3 96241753
OMEGA LED 1000-830 HF LED 2,3 96602036
OMEGA LED 1000-840 HF LED 233 96602040

Omega LED 300x300 dimmable

OMEGA LED 1000-840 HFIX MRP LED 2,3 96241755
OMEGA LED 1000-830 HFIX MRP LED 2,3 96241754
OMEGA LED 1000-830 HFIX LED 23 96602037
OMEGA LED 1000-840 HFIX LED 2,3 96602041

Omega LED 300x300 emergency

OMEGA LED 1000-830 HF E3 MRP LED 3,8 96241756
OMEGA LED 1000-840 HF E3 MRP LED 3,8 96241757
OMEGA LED 1000-830 HF E3 LED 3,8 96602038
OMEGA LED 1000-840 HF E3 LED 3.8 96602042

Omega LED 300x300 dimmable, emergency

OMEGA LED 1000-830 HFIX E3 MRP LED 38 96241758
OMEGA LED 1000-840 HFIX E3 MRP LED 38 96241759
OMEGA LED 1000-830 HFIX E3 LED 3,8 96602039
OMEGA LED 1000-840 HFIX E3 LED 3,8 96602043
Omega LED 600x600

OMEGA LED 3250-830 HF Q597 LED 5 96241575
OMEGA LED 3250-840 HF Q597 LED 5 96241576
OMEGA LED 3900-840 HF Q597 LED 7,61 96627647
OMEGA LED 3900-830 HF Q597 LED B3 96627648

Omega LED 600x600 dimmable

OMEGA LED 3250-830 HFIX Q597 LED 5 96241579
OMEGA LED 3250-840 HFIX Q597 LED 5 96241580
OMEGA LED 3900-830 R2M Q597 LED 52 96627811
OMEGA LED 3900-840 R2M Q597 LED 52 96627813
OMEGA LED 3250-830 R2M Q597 LED 52 96627817
OMEGA LED 3250-840 R2M Q597 LED 52 96627819
OMEGA LED 3900-840 HFIX Q597 LED 55 96627643
OMEGA LED 3900-830 HFIX Q597 LED 4,3 96627644
Omega LED 600x600 emergency

OMEGA LED 3250-830 HF E3 Q597 LED 6,1 96241583
OMEGA LED 3250-840 HF E3 Q597 LED 6,1 96241584
OMEGA LED 3900-840 HF E3 Q597 LED 4,9 96627639
OMEGA LED 3900-830 HF E3 Q597 LED 3,99 96627640

Omega LED 600x600 dimmable, emergency
OMEGA LED 3250-830 HFIX E3 Q597 LED 6,1 96241585
OMEGA LED 3250-840 HFIX E3 Q597 LED 6,1 96241586

Thorn Lighting is constantly developing and improving its products. The right is reserved to change specifications without prior notification or public announcement.
© Thorn Lighting
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Omega LED

Description

OMEGA LED 3900-840 HFIX E3 Q597
OMEGA LED 3900-830 HFIX E3 Q597

Omega LED 300x1200
OMEGA LED 4000-830 HF 297X1197
OMEGA LED 4000-840 HF 297X1197

Omega LED 300x1200 dimmable
OMEGA LED 4000-830 HFIX 297X1197
OMEGA LED 4000-840 HFIX 297X1197

Omega LED 300x1200 emergency
OMEGA LED 4000-830 HF E3 297X1197
OMEGA LED 4000-840 HF E3 297X1197

Omega LED 300x1200 dimmable, emergency
OMEGA LED 4000-830 HFIX E3 297X1197
OMEGA LED 4000-840 HFIX E3 297X1197

Omega LED 600x1200
OMEGA LED 5700-840 HF 597X1197 MRE
OMEGA LED 5700-830 HF 597X1197 MRE

Omega LED 600x1200 dimmable
OMEGA LED 5700-840 HFIX 597X1197 MRE
OMEGA LED 5700-830 HFIX 597X1197 MRE

Omega LED 600x1200 emergency
OMEGA LED 5700-840 HF E3 597X1197 MRE

Omega LED Accessories

GRIPPLE SAFETY WIRE

OMEGA LED SURFACE MTG KIT 297x1197
OMEGA LED SURFACE MTG KIT 597

OMEGA LED SUSPENSION KIT

OMEGA PLASTERBOARD MOUNTING KIT E3 Q597
OMEGA PLASTERBOARD MOUNTING KIT Q597
OMEGA SLIM SURFACE MOUNT KIT 297X297
OMEGA SLIM SURFACE MOUNT KIT 597X597
OMEGA SLIM SURFACE MOUNT KIT 297X1197

ILCOS Code Socket

LED
LED

LED
LED

LED
LED

LED
LED

LED
LED

LED
LED

LED
LED

LED

Wt (kg)

5,25
4,9

46
46

46
4,6

6,1
B3

6,1
6,1

0,01
257
25
0,8
1,67
1,75
0,95
1,8
2,75

THORN

SAP Code

96627637
96627638

96241587
96241588

96241589
96241590

96241591
96241592

96241593
96241594

96627786
96627787

96627788
96627789

96627790

96239327
96241760
96241603
96241604
96627712
96627893
96628002
96628003
96628005

Thorn Lighting is constantly developing and improving its products. The right is reserved to change specifications without prior notification or public announcement.

© Thorn Lighting
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AquaForce Il LED

A range of IP65 rated LED luminaires for high quality low
energy lighting in wet, dusty environments

« Installation features include quick fix with Connect options, through wiring and
BESA box compatibility (600mm spacing)

« Highly efficient LEDs reduce energy consumption and costs, and provide further
savings arising from longer maintenance lifecycles (50,000 hours @L70, Ta
25°C

« Choice of emergency lighting and DALI dimming control

* The traditional design gives an aesthetically pleasing appearance - ideal for
point for point replacement on refurbishment projects

180°
150° 150°

— 120° 120°

[
— 143

60°

1300- 4000 Im

1600 - 6000 Im

cdkm

96241871

Material/Finish

Canopy: polycarbonate

Diffuser: polycarbonate with linear prisms
Gasket: expanded polyurethane
Toggles: stainless steel

Gear tray: steel, white enamelled finish

Installation/Mounting

Cable entry positions at the back and each end of the fitting. Supplied with IP65 grommet. Stainless steel quick fix brackets
supplied with each luminaire. Stainless steel toggles are captive in the canopy to prevent loss during maintenance. Steel
gear tray is retained and suspended by spring latches. Conduit mounting, chain suspension and catenary suspension kits
are all available as accessories. Suitable for all indoor applications plus external under cover only applications.

Specification

To specify state:

High performance LED IP65, dust and moisture resistant luminaire with polycarbonate canopy, polycarbonate diffusers and
steel toggles, 4000/6000 lumens options, Ra80, 4000K, long service life of 50,000 hours with 70% light output.

As Thorn Aquaforce Il LED

EN60598, Beam_Surface_1, IP65, IK08, Beam_eControl_A, SC1, CE, 850, LED

Thorn Lighting is constantly déveloping and improving'its products. The riéhl is reserved to change specifications without prior notification or public announcement.
© Thorn Lighting




AQUA FORCE LED LUMIN HF IP65N REF: 93241871
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AquaForce Il LED

Ordering Guide Suppled complete with LEDs

Description

AquaForce Il LED

AQUAF2 LED 4300 HF L840

AQUAF2 LED 4300 HF QF CONNECT L840
AQUAF2 LED 6400 HF L840

AQUAF2 LED 6400 HF QF CONNECT L840

AquaForce Il LED Dimmable
AQUAF2 LED 4300 HFI L840
AQUAF2 LED 6400 HFI L840

AquaForce Il LED Emergency
AQUAF2 LED 4300 HF E3 L840.
AQUAF2 LED 6400 HF E3 L840.

AquaForce Il LED Dimmable, emergency
AQUAF2 LED 4300 HFI E3 L840.
AQUAF2 LED 6400 HFI E3 L840.

AquaForce Il LED Through wire
AQUAF2 LED 4300 HF TW L840
AQUAF2 LED 6400 HF TW L840

AquaForce Il Accessories
FORCE2 MRS KIT

FORCE2 FIX/CH KIT
FORCE2 MCA KIT

ILCOS Code Socket

LED
LED
LED
LED

LED
IIED

LED
LED

LED
LED

LED
LLED

Wt (kg)

24
2,6
2,8

2,5
2,9

27
3.1

2,7
3,2

2,8
3,3

0,06
0,02
0,1

THORN

SAP Code

96241869
96241870
96241871
96241872

96241940
96241943

96628603
96628604

96628605
96628606

96241941
96241944

96503169
96503167
96233817

Thorn Lighting is constantly developing and improving its products. The right is reserved to change specifications without prior notification or public announcement.

© Thorn Lighting




THORN EM/LUMIN HF IP65 & LED REF: AQ6400ZE

THORN CHAIN SUSPENSION KIT REF: AQCHASUS

[image: image6.jpg]AquaForce Il THORN

96503167 FORCE2 FIX/CH KIT

A highly durable IP65 luminaire for use in
wet and dusty environments, where
reliability and peace of mind are important

AquaForce Il chain suspension kit (5 pairs)

TLG_XFRC_F_CFK.jpg

All values marked with an * are rated values. Unless stated otherwise, the values apply to an ambient temperature of 25°C.

Thorn Lighting is constantly developing and improving its products. The right is reserved to change specifications without prior notification or public announcement.
© Thorn Lighting




THORN IP66 MERG FORCE LED REF: FL4000ZE
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ForceLED

A compact IP66, dust and moisture proof LED luminaire.
electronic - fixed output fixed output control gear with 3
hour, manual test, emergency lighting circuit. Class |
electrical, IK10. Canopy: fully recyclable aluminium painted
white. Diffuser: polycarbonate with linear prisms. Toggles:
stainless steel. For surface, BESA or suspended mounting.
Quick-fix brackets supplied for surface mounting. Mounting
kits for conduit, chain suspension and catenary suspension
are available as accessories. Complete with 4000K LED.

Dimensions: 735 x 180 x 95 mm
Total power: 34 W

Weight: 4.6 kg
TLG_FORL_F_PDBUNLIT.jpg
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TLG_FORL_M_LED.wmf TLG_SP_0041630.Idt
Lamp position: STD - standard Chromaticity tolerance (initial MacAdam)*: 3
Light Source: LED Rated median useful life*:
Luminaire luminous flux*: 4150 Im 50000h L70 at 25°C
Total emergency luminous flux: 250 Im Ballast: 1x HF Tridonic LCI
Luminaire efficacy*: 122 Im/W Luminaire input power*: 34 W Lambda = 0.95
Lamp efficacy: 122 Im/W Charging power: 2 W
Correlated colour temperature*: 4000 Kelvin Dimming: Fixed output
LOR: 1,00 ULOR: 0,08 DLOR: 0,92 Maintenance category: E - Dust-proof IP5X

All values marked with an * are rated values. Thorn uses tried and tested components from leading suppliers, however there may be isolated instances of
technology-related failures of individual LEDs during the rated product lifetime. International standards set the tolerance in initial flux and connected load at +10%.
Colour temperature is subject to a tolerance of up to +/-150 Kelvin from the nominal value. Unless stated otherwise, the values apply to an ambient temperature of
25°C.

In most products the failure of one LED point causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
Unless otherwise stated all Thorn LED products are suitable for unrestricted use (rated RGO or RG1) wilh regard photobiological blue !ight safelyw(lEC/EN60598-1r).

7'fhurnrl:i§ﬁting is constantiy deveioping and’improving its products. The riéﬂt is reserved?o?ﬁange speciﬂcé{inns without prﬂ)r notification or puBIic announcement.
© Thorn Lighting




THORN OMEGA PRO HF LED L840 REF: OMP4100Z4K

THORN OMEGA PRO HF E3 L840 REF: OMP4100ZE4K

[image: image8.jpg]Omega Pro

96666013 OMEGA PRO LED4100-840 HF Q597

LED 41w LED_OMGP_4100|

41P20
R IKOS‘ Ol ‘C € |esocc

Omega Pro

Tao
+25

A recessed/surface/suspended edge lit LED luminaire with
a slim 19mm profile. Electronic, fixed output control gear.

Class Il electrical (this product is not earthed), IP40 from

below, IP40_IP20 from above, IK03. Body: steel sheet

white (RAL9016). Diffuser: UV-stabilised, Glare ProTech
prismatic optic. Electrical connection via push wire terminal
blocks, loop in/loop out possible. Complete with 4000K LED

Dimensions: 597 x 597 x 12 mm
Total power: 41 W

Luminaire luminous flux: 4100 Im
Luminaire efficacy: 100 Im/W
Weight: 5.6 kg

L 597 |
622

TLG_OMPL_M_LDSQ.wmf

Lamp position: STD - standard

Light Source: LED

Luminaire luminous flux*: 4100 Im
Luminaire efficacy*: 100 Im/W

Lamp efficacy: 100 Im/W

Colour Rendering Index min.: 80

Correlated colour temperature*: 4000 Kelvin

THORN

TLG_OMGP_F_597TGRID jpg
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Chromaticity tolerance (initial MacAdam)*: 5
Rated median useful life*:

50000h L90 at 25°C

Ballast: 1x HF_ Tridonic LCI TEC

Luminaire input power*: 41 W Lambda = 0.95
Dimming: Fixed output

Maintenance category: D - Enclosed IP2X
LOR: 1,00 ULOR: 0,00 DLOR: 1,00

All values marked with an * are rated values. Thorn uses tried and tested components from leading suppliers, however there may be isolated instances of
technology-related failures of individual LEDs during the rated product lifetime. International standards set the tolerance in initial flux and connected load at +10%.
Colour temperature is subject to a tolerance of up to +/-150 Kelvin from the nominal value. Unless stated otherwise, the values apply to an ambient temperature of

25°C.

In most products the failure of one LED point causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
Unless otherwise stated all Thorn LED products are suitable for unrestricted use (rated RGO or RG1) with regard photobiological blue light safety (IEC/EN60598-1).

Thorn Lighting is constantly developing and improving its products. The right is reserved to change specifications without prior notification or public announcement.

© Thorn Lighting




SUPPLIER HOLLAND HOUSE PH 01475 784431
S E C T I O N    S I X.

Distribution Panels/Parts List

S E C T I O N    S E V E N.

Cable/Miscellaneous
Cable
2.5MM BROWN LSOH REF: 6491B

2.5MM BLUE LSOH REF: 6491B

2.5MM GREEN/YELLOW REF: 6491B

FP200 1.5 RED REF: PRYS FP200G2C1

4.0MM BROWN LSOH REF: 6491B

4.0MM BLUE LSOH REF: 6491B

4.0MM GREEN/YELLOW LSOH REF: 6491B

SUPPLIER ELECTRIC CENTRE PH 01475 552500

Miscellaneous 

ACEL MAIN CARRIAGE 3M WH 170X50MM REF: AC777700

ACEL CURVE EDGE COVER 3M WH 170X50MM REF: AC777702

ACEL STRAIGHT FRONT COV 3M WH 170X50MM REF: AC777701

ACEL FLAT ANGLE CURVE EDGE REF: AC777706

ACEL CONDUIT 20MMX3.75M GAL REF: AC77690

ACEL CONDUIT 25MMX3.75 GAL REF: AC77692

[image: image9.jpg]CABLE MANAGEMENT

Acel Round Steel Conduit, Fittings & Accessories
Galvanised Round Steel Conduit

Class 4 Steel Conduit Part No. Description
W Heavy gauge steel conduit AC77698 Galv 20mm, 3.0mtr length
W Hot dipped galvanised AC77699 Galv 25mm, 3.0mtr length
W Supplied in 3.0 or 3.75 metre lengths AC77690 Galv 20mm, 3.75mtr length
W Complete with one coupler and threaded both ends AC77692 Galv 25mm, 3.75mtr length
B Meets BS 4568 heavy protection specification AC77694 Galv 32mm, 3.75mtr length
Galvanised Conduit Fittings
: Part Size
Part Size
No. (mm) No. (mm)

Y Boxes
AC7924 20mm
AC7926 25mm

Terminal Boxes
AC7900 20mm
AC7902 25mm

Back Outlet Boxes
AC7928 20mm

Through Boxes
AC7904 20mm
AC7906 25mm

Inspection Elbows
Angle Boxes AC7930  20mm
AC7908 20mm AC7932  25mm
AC7910  25mm ‘
Tee Boxes Inspection Bends

AC7912 20mm
AC7914 25mm

AC7934 20mm
AC7936 25mm

Inspection Tees
AC7938 20mm
AC7940 25mm

Intersection Boxes
AC7916 20mm
AC7918 25mm

U Boxes Due to the volatility of raw material prices it may be
AC7920 20mm necessary to increase / decrease the price of Acel round
AC7922 25mm steel conduit, fittings and accessories during the life of

this catalogue. If in doubt please refer to your local
branch at time of ordering.

Conduit Pipe Bender
M Conduit bending machine complete with 20mm and 25mm
formers
M Bends electrical conduit to BS 4568 Part 1
M Size 20mm and 25mm

/ = Part No. Description

AC7394  Conduit pipe bender c/w 20 & 25mm formers

~
=
=
=
o
LLl
(7}

ELECTRIC .
CENTER
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Acel 3 Gompartment Trunking
Curved Edge Accessories

Part No. Description
AC777704 External angle
AC777705 Internal angle
AC777706 Flat angle
AC777707 Flat tee
AC777709 AC777708 Joint cover
AC777709 End cap - pair

‘\ [ To—
AC777712

Part No. Description
AC777710 External angle

AC777711 Internal angle
AC777712 Flat angle (up)
AC777713 Flat angle (down)
AC777714 Flat tee (up)
AC777716 End cap - pair
AC777717 Joint coupler

Part No. Description

AC777718 Cable retainer - outer

AC777719 Cable retainer - centre

AC777720 1 gang 35mm socket mounting box
AC777721 2 gang 35mm socket mounting box
AC777722 1 gang 25mm socket mounting box
AC777723 2 gang 25mm socket mounting box

~
=
=
=
o
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Logic Plug™

www.mkelectric.co.uk

. Specification
: Notes

F

[

The 3 pin operated
safety shutter makes
Logic Plus™ sockets the
safest available

Many sockets are
fitted with two earth
terminals to provide
high integrity earthing

Terminals are grouped
in-line with terminal
screws backed out
ready for easy wiring.
Clear marking on dark
background makes
the terminals easily
identifiable

Switchsocket
Outlets

13 AMP
FLUSH

K2647WHI

K2757WHI
K2757GRA
1 GANG DP

WITH DUAL EARTH TERMINALS
K2757D1RED
1 GANG DP

WITH RED FRONTPLATE, RED ROCKER

AND DUAL EARTH TERMINALS

K2747WHI
2 GANG DP

K2657WHI
K2657GRA
1 GANG DP WITH NEON

AND DUAL EARTH TERMINALS
K2657D1RED
1 GANG DP

WITH RED FRONTPLATE, RED ROCKER,

NEON AND DUAL EARTH TERMINALS
K2647WHI
2 GANG DP WITH NEONS

MOUNTING BOXES: 3 GANG; K2153WHI
FLUSH 25mm DIMENSIONS:

1 GANG: 861ZIC | GANG: 86 x 86mm
2 GANG: 8622IC 2 GANG: 86 x 146mm
FLUSH 35mm 2 GANG: 86 » 206mm
{for extra wiring space)  FIXING CENTRES:

1 GANG; 8662IC 1 GANG: 60.3mm

2 GANG: 8862IC 2 GANG: 120.6mm

3 GANG: K863

3 GANG: 180.9mm

SURFACE BS 1363 Pt 2: 1935

1 GAMG: K2140WHI
2 GANG: K2142WH|

K2757D1WHI

K273TWHI

K2757D1WHI

1 GANG DP

'WITH RED ROCKER

AND DUAL EARTH TERMINALS
K2757D2WHI

1 GANG DP

WITH GREEN ROCKER

AND DUAL EARTH TERMINALS
K2747D1WHI

2 GANG DP

WITH RED ROCKERS
K2747D1RED

2 GANG DP

WITH RED FRONTPLATE AND
RED ROCKERS

K2737WHI

3 GANG DP

WITH DUAL EARTH TERMINALS

High integrity earthing

K2757, K2657 and K2737
are fitted with two earth terminals to

rovide a double earth facility for use when

nstallations require a high inte
connection as specified within gsd%

K2737
13A fuse protects all three outlets

rotective
1: 2008.

WITH OUTBOARD
ROCKERS

13 AMP

FLUSH

K2746GRA

K2476GRA
K2746WHI
K2746GRA
2 GANG DP
WITH OUTBOARD ROCKERS
AND DUAL EARTH TERMINALS
K2746CEWHI
2 GANG DP
WITH OUTBOARD ROCKERS
AND 'CLEAN EARTH' FACILITY
K2476WHI 10
K2476GRA
2 GANG DP

WITH QUTBOARD ROCKERS DUAL EARTH
AND NEQGNS

K2476CEWHI
2 GANG DP

WITH OUTBOARD ROCKERS,
NEONS AND "CLEAN EARTH'
FACILITY

K2746CE is provided with facility for
‘tlean eanth’ connection

DIMENSIGNS:
86 x 146mm

FIXING CENTRES:
120.6mm

BS 1363 Pt 2: 1995




20MM GALV COUPLER REF: DC CL20GC

20MM GALV TERMINLA BOX REF: DC CL1G

20MM GALV TEE BOX REF: DC CL4G

20MM GALV THROUGH BOX REF: DC CL2G

SUPPLIER ELECTRIC CENTRE PH 01475 552500
UNITRUNK CES EARTH LINK PLAIN COPPER REF: CES 

50X50MM GAL TRK C/W LID & COUPLER REF: A0505Q

50X50 EXTERNAL BEND REF: A0505EB

50X50MM END CAP REF: A0505EC

50X50NN HANGER STIRRUP TYRE REF: A05005HQ

M10 CAST FLANGE CLAMP REF: AFC2

10MM LINDAPTER BEAM CLAMP REF: AFC2 

MK LOGIC 2-G DUAL EARTH 13A SOCKETS REF: K2746WHI
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CABLE MANAGEMENT

Acel 3 Gompartment Trunking

The Acel trunking system incorporates three individual trunking assemblies, each a different profile, together with a wide
range of component parts allowing many configuration permutations. The trunking is normally surface mounted at dado
or skirting height but may also be used vertically. The covers are of the snap-on type.

= I Attractive styling
Materials i W One piece fitting covers
All components are manufactured from PVC-U. Carriers, W Ease of installation

extension carriers, covers are extruded. Carrier couplers, COorner | g versatile

carriers, stop ends, cover seals and accessory boxes are formed| g Economical

by injection moulding. M Suitable for skirting or dado mounting

W 3 compartment trunking

Colours I Strong PVC-U sections are resistant to impact
The system is available in white. W Manufactured to high precision standards

M Full range of components, spares and accessories
M Shielding section inserts available

M Cat 6 compliant

3 Compartment UPVC Trunking 170mm x 50mm

W Supplied in 3 metre lengths

Part No. Description
AC777700 Main carrier
AC777701 AC777701 Cover straight
AC777702 Cover curved
AC777703 Cover square
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